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INTRODUCTION

This manual provides complete instructions for installing all repair kits available for Thomson Electrak 5 Actuators. 
Replacement parts are available for Thomson Actuators in kit form. Descriptions of the kits, installation instructions, 
diagrams, and part numbers are found on the following pages.
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Please	follow	the	instructions	provided	in	this	manual	carefully	to	ensure	safe,	reliable	operation	after	the	
repair	kits	have	been	installed.	Normal	precautions	must	be	taken	and	safe	working	practices	exercised	
to	avoid	injury	when	installing	the	kits	shown	in	this	manual.	
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Do	not	replace	screws	except	with	factory	
original	 screws.	 An	 ordinary	 machine	
screw	 may	 lead	 to	 actuator	 failure.	 It	 is	
advisable	 to	 replace	 appropriate	 seals	
and	 grease	 whenever	 the	 actuator	 is	
disassembled.

NOTE:	

Cover	Tube	&	Holder	Replacement	Kit

Remove four screws from front housing and one screw 
from rear housing. Remove two screws from motor. 
Remove cover tube and holder. Replace in reverse 
order. Make sure cover tube is assembled first and 
gear backlash is proper (no binding). Repack gearset 
with new grease, reinstall washer on top of clutch, 
and make sure gaskets and seals are properly seated 
before and after tightening screws and nuts.

Model	No. Kit	No. Stroke	Length

AXX‑XXB5‑04D 9�00‑�88‑07� 4” Stroke

AXX‑XXB5‑08D 9�00‑�88‑07� 8” Stroke

AXX‑XXB5‑��D 9�00‑�88‑073 ��” Stroke

AXX‑XXB5‑�8D 9�00‑�88‑074 �8” Stroke

AXX‑XXB5‑�4D 9�00‑�88‑075 �4” Stroke

Replacement parts are to be ordered from:

�300 N. State St.
Marengo, Il. 60�5�
Phone: �‑800‑554‑8466
Fax: �‑800‑445‑03�9
www.thomsonlinear.com

Please be prepared to identify your actuator by model 
number found on the label or in stamp marks on the 
side of the gear housing. 
I.E., A��‑05�35‑04�D
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8P‑�64‑5R   ��/04  Printed in U.S.A.

    Thomson
�300 N. State St.

Marengo, Il. 60�5�
Phone: �‑800‑554‑8466

Fax: �‑800‑445‑03�9 
             www.thomsonlinear.com
 

Or write: 
   Thomson
�300 N. State St.

Marengo, Il. 60�5�


