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滚珠丝杠

Linear Motion. Optimized.丹纳赫下属企业

Precision ball screws
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Linear Motion. Optimized.
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Thomson  -  
Linear Motion. Optimized.

通常，理想的设计解决方案并非一味追求最快、最坚固、最精确或最经济。事实上，只有使产品性能、使用寿命和成本均

达到完美平衡的解决方案才是最理想的选择。

Thomson 可迅速为您配置最佳直线运动解决方案。

● Thomson 发明了抗摩直线轴承技术。我们提供业界最广泛的机械运动技术标准产品系列。

● 对标准产品进行改良是日常工作。我们的整个产品组合中均提供全新的设计解决方案。

●  选择 Thomson，即可分享其在多个行业中 70 多年的全球应用经验。这些行业包括 ：包装、工厂自动化、物料运输、

医疗、清洁能源、印刷、汽车、机床、航空航天与国防。

●  作为丹纳赫的下属企业，我们拥有雄厚的财力和无可匹敌的实力，能够将控制装置、驱动装置、电机、动力传输装

置和精密直线运动技术融为一体。 

Thomson 是质量、创新、按时交货、可控成本和低风险的代名词，是值得信赖的品牌。

除了本文所含信息之外，您还可从 www.thomsonlinear.com.cn 网站获取大量的产品及应用信息。同时，网站还提供可下

载的 3D 模型、软件工具、分销商分布和全球联系信息。在中国范围内如需即时援助，请致电 400-666-1802 或发送电子

邮件至 ：mountain.yue@danaher.com。

在设计过程中，请尽早与我们联系，看看 Thomson 如何协助您为下一应用而确定产品性能、使用寿命和成本的最佳平衡。

如需快速获取更换零件，请联系我们或遍布全球的 2000 余家分销合作伙伴中的任意一家。

丹纳赫业务系统-

为您的企业构建可持续竞争优势

为了增加为客户带来的价值，我们打造了丹纳赫业务系统（DBS）。它由一组我们日常使用的成熟且成功的工具组成，可

用于持续改进生产运营和产品开发过程。DBS 以可持续、积极消除企业各个方面资源浪费的 Kaizen 原理为基础。通过

DBS，我们集中全部组织机构的力量，致力于取得突破性的结果，在产品质量、交货和性能上获得竞争优势，并将这种优

势传递给我们的客户。通过这些优势，Thomson 可使您缩短产品上市时间，实现无与伦比的产品质量、服务、可靠性和生

产效率。

全球化支持、本地化服务

应用中心 全球生产运营设施 全球设计和工程中心

应用中心 全球生产运营设施 全球设计和工程中心

m

m

m

m

m

m

Type FK, FH and FL with a diameter of up to 40 mm, i.e. perforated pattern with 6 holes and M6x1  
lubrication point

Type FK, FH and FL with a diameter starting from 40 mm, i.e. perforated pattern with 8 holes and M8x1 
lubrication point

Type ZG
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直径最大为40mm的FK、FH和FL型，即六孔图案和M6x1润滑点

直径最小为40mm的FK、FH和FL型，即八孔图案和M8x1润滑点

Applications

1 2

Ölbad

Safety nut

Installing a rotating ball nut

INA products

1: Axial angular ball bearing  ZKLF… 2Z

2: Precision nut  ZMA

1. Storage/packaging
 Requirements for up to 6 months' storage in dry 

conditions: 
Protect with Castrol Safecoat DW 36 X . 
Ball screws to be wrapped in plastic film with kieselguhr 
packet .

2. Installation
 2 .1 Misalignment shortens service life .  
 2 .2  Ball screws should be cleaned using an environmentally friendly 

substance before installation .
 2 .3  Treat with the designated lubricant immediately after cleaning .

3. Lubrication by the customer (see page 32 ff .)   

4. Removal of ball nuts by the customer
  These should only be removed when absolutely necessary . To prevent 

balls being lost, the nut should be screwed onto a sleeve .

5. Installation by the customer
 The installation process is performed in reverse . Do not use unneces-

sary force when screwing the nut onto the ball screw .

6. Adjustment of ball nuts by the customer
 We recommend that any alterations to the preload are either made at 

the factory or on site by our customer service personnel .

7. Final machining 
 7 .1   Cover the ball nut on the ball screw .
 7 .2   Remove any hard areas by grinding or annealing them at around 

900°C and then rotating the spindle .
 7 .3  Straighten any ball screws which may have become skewed .

Installing a safety nut

We recommend using a safety nut if the 
ball screw is being installed in a vertical 
direction . This will take the load if the 
ball nut is destroyed as a result of  
powerful forces .

We are able to perform expert repair work on ball screws at short 
notice, both at our own and our customers' premises . This service is 
also available for products manufactured by other companies . Our 
standard range enables replacement items to be provided at short 
notice .

Service offer

Packaging, transport, storage,  
installation, lubrication, assembly,
final machining
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应用
安装旋转滚珠螺母

INA 产品

1: 轴向角滚珠轴承 ZKLF...2Z

2: 精密螺母 ZMA

包装、运输、储存、安装、润滑、组装、精加工

1. 尺寸 / 包装

在干燥条件下保存 6 个月的要求 ：

使用 Castrol Safecoat DW 36 X 进行保护。

使用硅藻土包，将滚珠丝杠包装在塑料薄膜中。

2. 安装

2.1 若不对准，会缩短使用寿命。

2.2 安装之前，应使用环保物质清洁滚珠丝杠。

2.3 清洁之后，立即使用指定润滑油润滑。

3. 客户进行润滑（参见折叠式插页第 32 页）。

4. 客户取下滚珠螺母

仅在非常有必要时才可取下螺母。为了避免滚珠遗失，

螺母应旋入套管内。

5. 客户进行安装

按照安装步骤的相反顺序执行。将螺母旋入滚珠丝杠

时，请勿过度用力。

6. 客户调节滚珠螺母

我们建议，所有对预载的修改操作均在工厂内执行，或

由客服人员现场执行。

7. 精加工

7.1 将滚珠螺母套在滚珠丝杠上。

7.2  在 900oC 下研磨或煅烧所有坚硬部位，以使其软化，

然后旋转主轴。

7.3 将任何倾斜的滚珠丝杠拉直。

安装安全螺母

若滚珠丝杠垂直安装，我们建议使

用安全螺母。若滚珠螺母因强力受

到损坏，安全螺母可提供保护。

我们可以在接到通知后，迅速在我司或客户现场执行专业

的滚珠丝杠维修工作。该服务也适用于其它公司制造的产

品。我们的标准系列使我们能够在短时间内提供替换部件。

维修服务

安全螺母
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今天，您对丝杆传动有什么需求？
螺纹传动的原理非常容易理解。然而，实践中的各种需求均是由这些传

动制成的，使用中也有大量的此类设计。除了技术需求之外，成本问题

也日趋重要。这为用户带来了如下挑战：

如何降低与采购、制造和安装相关的成本？
由于成本压力的增加，以及客户对更高灵活性的需求，就所使用的组件

采购而言，需要更短的交货时间和更具吸引力的价格。这需要从一开始

就考虑到客户的需求。

如何让我的系统更可靠？
组件需具备更高的精度和更好的质量，以及更低的维护成本。

如何让我的系统更节约成本？
当与恰当的螺纹传动相结合时，高速度和更大的动力使其能够以更具成

本效益的方式使用系统。

Thomson 丝杠传动 ：我们可以为您的传

动任务提供恰当的解决方案。
Thomson 是全球领先的螺纹传动制造商。我们的产品运用于要

求最严苛的工业领域。应用示例包括运用于医药和航空技术领

域的机床、搬运机器、技术设备。

我们种类齐全的产品系列包含适用于几乎所有传动任务的适当

传动 ：从适用于高度敏感的医疗设备的极小型定制螺纹传动，

到适用于对速度和硬度具有极高要求的高性能机器工具的滚珠

丝杠。

无论客户对负载、速度、硬度、精度、使用寿命和可靠性的要

求如何，我们都把为客户提供适用于其应用的完美解决方案当

作我们的使命。由于我们三十年来的经验和毫无瑕疵的质量管

理，我们可以为您提供最高的性能、质量和可靠性。 
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滚珠丝杠
我们的滚珠丝杠是所有技术和机械工程应用的理想

选择。这些应用主要包括 ：

- 机床

- 飞机制造

- 木材加工

- 搬运设备、工业机器人

- 印刷和造纸机器

- 交通工程

- 医疗设备

- 测量技术

- ⋯⋯

滚珠丝杠是将旋转传动转换为轴向传动或反向转换

的驱动元件。滚珠丝杠由丝杠、带滚珠循环器的螺母

系统和滚珠组成。

丝杠和螺母之间滚动的滚珠具有最优的效率级别（高

达 98%）。

因此，滚珠丝杠与梯形丝杠不同，无法自锁。

■ 操作 ：扭矩 Me → 反应 ：作用力 Fa

■ 操作 ：作用力 Fe → 反应 ：扭矩 Ma

根据图 1 的滚珠丝杠效率

根据图 2 的滚珠丝杠效率

梯形丝杠的效率

与梯形丝杠相比滚珠丝杠的优势 ：

- 在整个使用周期内实现更准确的定位

- 减少磨损，延长使用寿命

- 降低所需的传动功率

- 减少生成的热量

- 提高移动速度

- 无粘滑作用

预紧方法
若滚珠丝杠上应用了预加载螺母，即可实现以下功能 ：

- 提高定位精度

- 提高螺母区的硬度

- 缩小背隙宽度

两点式滚珠触点预紧 ：
标准预紧力 ：动态额定负载的 10%

设计 ：
- 预紧双螺母 FZ 系列

- 使用内螺纹移动预紧单螺母 FL 系列

-  单个螺母，利用单个滚道之间的偏移实现预紧（仅

适用于多滚道的螺母）

Fa

Fa

螺母

螺母

丝杠

丝杠

图 1

图 2

滚珠

滚珠

M

M

A

B

C

在四点式滚珠触点预紧 ：
标准预紧力 ：动态额定负载的 4%

设计 ：
使用过大的滚珠预紧的单螺母 FK 系列

注 ：
- 缩短使用的螺母长度

-  由于滑动摩擦力增加，不适用于所有应用，但在某

些情况下可提供节约成本的解决方案
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P 定位滚珠丝杠

间接测量系统

旋转编码器

步进电机

 T 传动滚珠丝杠

直接测量系统

直线测量系统

限位开关

类型和公差等级

P1

P3

P5

300mm 距离内允许的
距离偏差 (μm)

6μm

12μm

23μm

52μm

类型和公差等级

T1

T3

T5

T7

■ 备有现货  按订单提供

使用的尺寸

标称直径 [mm]

12 16 20 25 32 40 50 63 80 100 125 160

标
称

导
程

4 ●○

5 ●○ ●○ ●○ ●○ ●○ ●○ ●*○

10 ●*○ ●○ ●*○ ●○ ●○ ●○ ●○ ●○ ●○ ○ ○ ○

15 ○ ○ ○ ○ ○

16 ●*○ △

20 ●○ ●○ ●○ ●△○ ●△○ ●△○ ●△○ ○△ ○△ ○

25 ●○ ○ ○ ○ ○ ○△ ○△ ○△ ○△

30 ○ ○△ ○△ ○△ ○△ ○△

32 ●○ ○ △ ○

35 ○

40 ●△○ ●△○ ● ○ ○△ ○△ ○△ ○△ ○△

50 ● ● ○

63 ○

产品系列

● 轧制（现货）

○ 磨削/流化

△ 重载

*  自 2008 年 9 月起
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P3 级滚珠丝杠，导程精度为 0.012/300 mm P3 级滚珠丝杠螺母，有轴向间隙或轻微 / 中等预加载

参见折叠式插页第 46 页的螺母尺寸说明

16 5 3.500
20 5 3.500
25 5 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
50 10 7.144
63 10 7.144

20 20 3.500
25 10 3.500
25 25 3.500
32 20 5.556
32 32 3.969
40 20 5.556
40 40 7.144
50 20 6.350
63 20 7.144

16 5 3.500
20 5 3.500
25 5 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
50 10 7.144
63 10 7.144

15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000

19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 27.1 3000 6000
31.6 28.5 3000 6000
39.6 35.2 3000 6000
39.6 34.0 3000 6000
49.5 44.6 3000 6000
62.5 56.9 3000 6000

15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000

丝杆规格
外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

一般规格
标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带标准导程的 FK 型单
螺母法兰型设计

带大导程的 FH 型单螺
母法兰型设计

带固定预紧力的 FL 型
单螺母法兰型设计

11.6 9.7 1500 3000
15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
39.6 35.2 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000

丝杆规格
外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

*12 4 1.984
16 5 3.500
20 5 3.500
25 5 3.500
25 10 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
40 20 5.556
50 10 7.144
63 10 7.144

一般规格
标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带外螺纹的 ZG 型单螺
母圆柱设计

*不含刮水器

螺母尺寸
D1

g6
(mm)

D4

(mm)

D5

(mm)

D6

h13
(mm)

L
±1

(mm)

Lm

+1
(mm)

L1

+2
(mm)

L3

(mm)

L7

h13
(mm)

L8

h13
(mm)

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴
向间隙
(mm)

最大预
紧扭矩
(Nm)

28 38 5.5 48 48.5 33.0 10 5.5 10 40
36 47 6.6 58 48.5 33.0 10 5.5 10 44
40 51 6.6 62 49.0 33.0 10 6.0 10 48
50 65 9.0 80 57.0 39.0 10 6.0 12 62
50 65 9.0 80 73.0 55.0 16 6.0 12 62
63 78 9.0 93 66.0 45.0 10 7.0 14 70
63 78 9.0 93 88.5 67.5 16 7.0 14 70
75 93 11.0 110 92.0 69.0 16 7.0 16 85
90 108 11.0 125 103.5 78.5 16 7.0 18 95

36 47 6.6 58 36.0 15.0 4 11.0 10 44
40 51 6.6 62 51.0 25.0 9 16.0 10 48
40 51 6.6 62 39.0 19.0 9 10.0 10 48
56 71 9.0 86 83.0 52.0 25 19.0 12 68
56 71 9.0 86 42.0 21.0 12 9.0 12 68
63 78 9.0 93 83.0 49.5 25 19.5 14 70
70 85 9.0 100 104.0 69.0 25 21.0 14 77
75 93 11.0 110 85.0 47.0 16 22.0 16 85
95 115 13.5 135 86.0 42.0 18 24.0 20 100

螺母尺寸
D1
h12

(mm)

D11

(mm)

D12

(mm)

D13
±0.1
(mm)

L
±1

(mm)

L11
±0.5
(mm)

L12
±2

(mm)

L13
±2

(mm)

25 M20x1 M6x1 n/a 34.0 10.0 5 n/a
32 M30x1.5 M6x1 4 57.5 16.5 10.5 22.0
38 M35x1.5 M6x1 4 57.5 16.5 10.5 22.0
42 M40x1.5 M6x1 4 63.5 17.0 10.5 23.0
42 M40x1.5 M6x1 4 61.0 17.0 10.0 21.0
52 M48x1.5 M6x1 5 65.5 19.0 10.5 23.0
52 M48x1.5 M6x1 5 85.0 19.0 12.0 43.0
58 M56x1.5 M8x1 5 67.5 19.0 12.0 22.5
65 M60x2.0 M8x1 6 105.5 27.0 13.0 43.0
65 M60x2.0 M6x1 6 83.0 27.0 10.0 33.0
78 M72x2.0 M8x1 6 118.0 29.0 13.0 53.0
92 M85x2.0 M8x1 6 118.0 29.0 13.0 53.0

3.0 9.5 10.9 0.09 0.05
3.0 11.5 15.5 0.09 0.07
3.0 13.1 20.2 0.09 0.09
4.0 19.3 36.3 0.09 0.16
3.0 26.4 39.0 0.15 0.21
5.0 26.3 59.2 0.09 0.26
4.0 64.9 109.0 0.18 0.61
4.0 66.4 134.3 0.18 0.85
5.0 93.8 229.7 0.18 1.43

2.8 10.8 17.5 0.08 0.07
5.6 22.9 41.2 0.09 0.13
3.0 13.1 22.6 0.09 0.09
5.6 47.2 83.2 0.15 0.35
3.0 19.7 39.0 0.08 0.17
5.6 52.2 103.6 0.15 0.43
3.6 59.7 108.9 0.18 1.00
5.6 78.8 188.7 0.6 0.85
5.6 103.1 270.8 0.18 1.40

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴
向间隙
(mm)

最大预
紧扭矩
(Nm)

3.0 3.5 4.0 0.07 0.03
4.0 12.1 14.5 0.09 0.06
4.0 14.8 20.7 0.09 0.07
5.0 20.4 33.7 0.09 0.10
6.0 19.9 31.8 0.09 0.14
5.0 23.3 45.5 0.09 0.18
4.0 33.8 52.0 0.15 0.25
5.0 26.3 59.2 0.09 0.25
5.0 78.6 136.2 0.18 0.75
4.0 34.2 57.2 0.15 0.34
6.0 97.8 213.2 0.18 0.95
6.0 109.7 275.6 0.18 1.60

28 38 5.5 48 55.0 39.5 10 5.5 10 40
36 47 6.6 58 68.5 53.0 10 5.5 10 44
40 51 6.6 62 69.5 53.5 10 6.0 10 48
50 65 9.0 80 83.0 65.0 10 6.0 12 62
50 65 9.0 80 105.5 87.5 16 6.0 12 62
63 78 9.0 93 97.0 76.0 10 7.0 14 70
63 78 9.0 93 142.0 121.0 16 7.0 14 70
75 93 11.0 110 144.0 121.0 16 7.0 16 85
90 108 11.0 125 166.0 141.0 16 7.0 18 95

扭矩范围(Nm)
2+2 6.7 7.2 0.03-0.09
3+3 11.5 15.5 0.07-0.13
3+3 12.6 19.1 0.12-0.18
4+4 19.3 36.4 0.21-0.32
3+3 26.4 39.0 0.27-0.41
5+5 26.3 59.2 0.34-0.51
4+4 64.9 109.0 0.81-1.22
4+4 66.4 134.3 1.13-1.70
5+5 93.8 229.7 1.90-2.85

小预紧力的极限值——介于零间隙和最大预紧扭矩之间

中预紧力的极限值——介于特定扭矩范围之内
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16 5 3.500
20 5 3.500
25 5 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
50 10 7.144
63 10 7.144

20 20 3.500
25 10 3.500
25 25 3.500
32 20 5.556
32 32 3.969
40 20 5.556
40 40 7.144
50 20 6.350
63 20 7.144

15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000

19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 27.1 3000 6000
31.6 28.5 3000 6000
39.6 35.2 3000 6000
39.6 34.0 3000 6000
49.5 44.6 3000 6000
62.5 56.9 3000 6000

丝杆规格
外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

一般规格
标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带标准导程的 FK 型单
螺母法兰型设计

带大导程的 FH 型单螺
母法兰型设计

11.6 9.7 1500 3000
15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
39.6 35.2 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000

丝杆规格

外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

一般规格

标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带外螺纹的 ZG 型单螺
母圆柱设计

*12 4 1.984
16 5 3.500
20 5 3.500
25 5 3.500
25 10 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
40 20 5.556
50 10 7.144
63 10 7.144

*不含防尘圈

P5/T5 级滚珠丝杠，导程精度为 0.023/300 mm P5/T5 级滚珠丝杠螺母，有轴向间隙或轻微预加载

参见折叠式插页第 46 页的螺母尺寸说明

螺母尺寸
D1
g6

(mm)

D4

(mm)

D5

(mm)

D6
h13

(mm)

L
±1

(mm)

Lm
+1

(mm)

L1
+2

(mm)

L3

(mm)

L7
h13

(mm)

L8
h13

(mm)

28 38 5.5 48 48.5 33.0 10 5.5 10 40
36 47 6.6 58 48.5 33.0 10 5.5 10 44
40 51 6.6 62 49.0 33.0 10 6.0 10 48
50 65 9.0 80 57.0 39.0 10 6.0 12 62
50 65 9.0 80 73.0 55.0 16 6.0 12 62
63 78 9.0 93 66.0 45.0 10 7.0 14 70
63 78 9.0 93 88.5 67.5 16 7.0 14 70
75 93 11.0 110 92.0 69.0 16 7.0 16 85
90 108 11.0 125 103.5 78.5 16 7.0 18 95

36 47 6.6 58 36.0 15.0 4 11.0 10 44
40 51 6.6 62 51.0 25.0 9 16.0 10 48
40 51 6.6 62 39.0 19.0 9 10.0 10 48
56 71 9.0 86 83.0 52.0 25 19.0 12 68
56 71 9.0 86 42.0 21.0 12 9.0 12 68
63 78 9.0 93 83.0 49.5 25 19.5 14 70
70 85 9.0 100 104.0 69.0 25 21.0 14 77
75 93 11.0 110 85.0 47.0 16 22.0 16 85
95 115 13.5 135 86.0 42.0 18 24.0 20 100

3.0 9.5 10.9 0.09 0.05
3.0 11.5 15.5 0.09 0.07
3.0 13.1 20.2 0.09 0.09
4.0 19.3 36.3 0.09 0.16
3.0 26.4 39.0 0.15 0.21
5.0 26.3 59.2 0.09 0.26
4.0 64.9 109.0 0.18 0.61
4.0 66.4 134.3 0.18 0.85
5.0 93.8 229.7 0.18 1.43

2.8 10.8 17.5 0.08 0.07
5.6 22.9 41.2 0.09 0.13
3.0 13.1 22.6 0.09 0.09
5.6 47.2 83.2 0.15 0.35
3.0 19.7 39.0 0.08 0.17
5.6 52.2 103.6 0.15 0.43
3.6 59.7 108.9 0.18 1.00
5.6 78.8 188.7 0.6 0.85
5.6 103.1 270.8 0.18 1.40

螺母尺寸

D1

h12
(mm)

D11

(mm)

D12

(mm)

D13

±0.1
(mm)

L
±1

(mm)

L11

±0.5
(mm)

L12

±2
(mm)

L13

±2
(mm)

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴
向间隙
(mm)

最大预
紧扭矩
(Nm)

25 M20x1 M6x1 n/a 34.0 10.0 5 n/a
32 M30x1.5 M6x1 4 57.5 16.5 10.5 22.0
38 M35x1.5 M6x1 4 57.5 16.5 10.5 22.0
42 M40x1.5 M6x1 4 63.5 17.0 10.5 23.0
42 M40x1.5 M6x1 4 61.0 17.0 10.0 21.0
52 M48x1.5 M6x1 5 65.5 19.0 10.5 23.0
52 M48x1.5 M6x1 5 85.0 19.0 12.0 43.0
58 M56x1.5 M8x1 5 67.5 19.0 12.0 22.5
65 M60x2.0 M8x1 6 105.5 27.0 13.0 43.0
65 M60x2.0 M6x1 6 83.0 27.0 10.0 33.0
78 M72x2.0 M8x1 6 118.0 29.0 13.0 53.0
92 M85x2.0 M8x1 6 118.0 29.0 13.0 53.0

3.0 3.5 4.0 0.07 0.03
4.0 12.1 14.5 0.09 0.06
4.0 14.8 20.7 0.09 0.07
5.0 20.4 33.7 0.09 0.10
6.0 19.9 31.8 0.09 0.14
5.0 23.3 45.5 0.09 0.18
4.0 33.8 52.0 0.15 0.25
5.0 26.3 59.2 0.09 0.25
5.0 78.6 136.2 0.18 0.75
4.0 34.2 57.2 0.15 0.34
6.0 97.8 213.2 0.18 0.95
6.0 109.7 275.6 0.18 1.60

小预紧力的极限值——介于零间隙和最大预紧扭矩之间

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴
向间隙
(mm)

最大预
紧扭矩
(Nm)
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16 5 3.500
20 5 3.500
25 5 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
50 10 7.144
63 10 7.144
80 10 7.144
80 20 12.700

20 20 3.500
25 10 3.500
25 25 3.500
32 20 5.556
32 32 3.969
40 20 5.556
40 40 7.144
50 20 6.350
63 20 7.144

15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000
79.5 73.9 6000 6000
79.5 69.9 6000 6000

19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 27.1 3000 6000
31.6 28.5 3000 6000
39.6 35.2 3000 6000
39.6 34.0 3000 6000
49.5 44.6 3000 6000
62.5 56.9 3000 6000

丝杆规格

外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

一般规格

标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带标准导程的 FK 型单
螺母法兰型设计

带大导程的 FH 型单螺
母法兰型设计

11.6 9.7 1500 3000
15.6 12.7 1500 3000
19.6 16.7 2000 4000
24.6 21.7 2500 5000
24.6 21.7 2500 5000
31.6 28.7 3000 6000
31.6 27.1 3000 6000
39.6 36.7 3000 6000
39.6 34.0 3000 6000
39.6 35.2 3000 6000
49.5 43.8 3000 6000
62.5 56.9 6000 6000
79.5 73.9 6000 6000
79.5 69.9 6000 6000

丝杆规格

外径
d1 

(mm)

内径
d2 

(mm)

标准丝
杆长度
(mm)

最大丝
杆长度
(mm)

一般规格

标称
直径
(mm)

标称
导程
(mm)

滚珠
尺寸
(mm)

带外螺纹的 ZG 型单螺
母圆柱设计

*12 4 1.984
16 5 3.500
20 5 3.500
25 5 3.500
25 10 3.500
32 5 3.500
32 10 5.556
40 5 3.500
40 10 7.144
40 20 5.556
50 10 7.144
63 10 7.144
80 10 7.144
80 20 12.700

*不含防尘圈

T7 级滚珠丝杠，导程精度为 0.052/300 mm T7 级滚珠丝杠螺母，仅带轴向间隙

参见折叠式插页第 46 页的螺母尺寸说明

螺母尺寸

D1

g6
(mm)

D4

(mm)

D5

(mm)

D6

h13
(mm)

L
±1

(mm)

Lm

+1
(mm)

L1

+2
(mm)

L3

(mm)

L7

h13
(mm)

L8

h13
(mm)

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴向
间隙(mm)

28 38 5.5 48 48.5 33.0 10 5.5 10 40
36 47 6.6 58 48.5 33.0 10 5.5 10 44
40 51 6.6 62 49.0 33.0 10 6.0 10 48
50 65 9.0 80 57.0 39.0 10 6.0 12 62
50 65 9.0 80 73.0 55.0 16 6.0 12 62
63 78 9.0 93 66.0 45.0 10 7.0 14 70
63 78 9.0 93 88.5 67.5 16 7.0 14 70
75 93 11.0 110 92.0 69.0 16 7.0 16 85
90 108 11.0 125 103.5 78.5 16 7.0 18 95

105 125 13.5 145 121.0 92.0 16 9.0 20 110
125 145 13.5 165 160.5 126.5 25 9.0 25 130

36 47 6.6 58 36.0 15.0 4 11.0 10 44
40 51 6.6 62 51.0 25.0 9 16.0 10 48
40 51 6.6 62 39.0 19.0 9 10.0 10 48
56 71 9.0 86 83.0 52.0 25 19.0 12 68
56 71 9.0 86 42.0 21.0 12 9.0 12 68
63 78 9.0 93 83.0 49.5 25 19.5 14 70
70 85 9.0 100 104.0 69.0 25 21.0 14 77
75 93 11.0 110 85.0 47.0 16 22.0 16 85
95 115 13.5 135 86.0 42.0 18 24.0 20 100

3.0 9.5 10.9 0.09
3.0 11.5 15.5 0.09
3.0 13.1 20.2 0.09
4.0 19.3 36.3 0.09
3.0 26.4 39.0 0.15
5.0 26.3 59.2 0.09
4.0 64.9 109.0 0.18
4.0 66.4 134.3 0.18
5.0 93.8 229.7 0.18
6.0 121.9 374.9 0.18
4.0 176.4 375.0 0.25

3.6 11.5 17.5 0.09
5.6 22.9 41.2 0.09
3.0 13.1 22.6 0.09
5.6 47.2 83.2 0.15
3.6 20.0 83.2 0.15
5.6 52.2 103.6 0.15
3.6 59.7 108.9 0.18
5.6 78.8 188.7 0.16
5.6 103.1 270.8 0.18

螺母尺寸

D1

h12
(mm)

D11

(mm)

D12

(mm)

D13

±0.1
(mm)

L
±1

(mm)

L11

±0.5
(mm)

L12

±2
(mm)

L13

±2
(mm)

25 M20x1 M6x1 n/a 34.0 10.0 5 n/a
32 M30x1.5 M6x1 4 57.5 16.5 10.5 22.0
38 M35x1.5 M6x1 4 57.5 16.5 10.5 22.0
42 M40x1.5 M6x1 4 63.5 17.0 10.5 23.0
42 M40x1.5 M6x1 4 61.0 17.0 10.0 21.0
52 M48x1.5 M6x1 5 65.5 19.0 10.5 23.0
52 M48x1.5 M6x1 5 85.0 19.0 12.0 43.0
58 M56x1.5 M8x1 5 67.5 19.0 12.0 22.5
65 M60x2.0 M8x1 6 105.5 27.0 13.0 43.0
65 M60x2.0 M6x1 6 83.0 27.0 10.0 33.0
78 M72x2.0 M8x1 6 118.0 29.0 13.0 53.0
92 M85x2.0 M8x1 6 118.0 29.0 13.0 53.0

120 M110x2.0 M8x1 8 126.0 34.0 15.5 53.0
120 M110x2.0 M8x1 8 187.0 39.0 18.0 83.0

技术数据

滚珠圈数
修正的动
态额定负

载(kN)

修正的静
态额定负

载(kN)

最大轴向
间隙(mm)

3.0 3.5 4.0 0.07
4.0 12.1 14.5 0.09
4.0 14.8 20.7 0.09
5.0 20.4 33.7 0.09
6.0 19.9 31.8 0.09
5.0 23.3 45.5 0.09
4.0 33.8 52.0 0.15
5.0 26.3 59.2 0.09
5.0 78.6 136.2 0.18
4.0 34.2 57.2 0.15
6.0 97.8 213.2 0.18
6.0 109.7 275.6 0.18
6.0 121.9 375.0 0.18
5.0 213.7 496.0 0.18
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Ø
S

-0
.0

05
-0

.0
15

孔

AFK 型法兰—四孔图案

标准精加工

BK 型垫块
S

±0
.0

15

0.005

Ød1 孔

ØJ 沉孔

Q 深度

Ød1 hole Ø
S

-0
.0

05
-0

.0
15

AFK 型法兰—六孔图案

孔

12 8 M8x1.0
16 10 M10x1.0
16 12 M12x1.0
20 15 M15x1.0
25 17 M17x1.0
25 20 M20x1.0
32 25 M25x1.5
40 30 M30x1.5
50 40 M40x1.5

d0

(mm)

 d5

h6
(mm) 

d7

(mm)

B or C
B or C
B or C
B or C
B or C
B or C
B or C
B or C
B or C

部件
编号

B 型 C 型

52 32 17
60 39 22
60 43 25
70 48 28
86 64 39
88 60 34
106 80 48
128 89 51
160 110 60

W
(mm)

 H
(mm) 

S
(mm)

BK 8
BK 10
BK 12
BK 15
BK 17
BK 20
BK 25
BK 30
BK 40

部件
编号

尺寸

R
(mm)

T
(mm)

X
(mm)

K
(mm)

d1

(mm)
J

(mm)
Q

(mm)
M

(mm)
L

(mm)
A

(mm)
E

(mm)
F

(mm)
V

(mm)

18.5 26 38 25 6.6 11 6.5 M8x1.0 23 33 11.5 5
26 30 46 34 6.6 11 6.5 M10x1.0 25 38 6 13 6
30 30 46 34 6.6 11 6.5 M12x1.0 25 38 6 13 6
33 35 54 40 6.6 11 6.5 M15x1.0 27 40 6 15 7
46 43 68 50 9 14 8.5 M15x1.0 35 52 8 19 9
42 44 70 52 9 14 8.5 M20x1.0 35 52 8 19 9
59 53 85 64 11 17.5 11 M25x1.5 42 65 10 22 11
63 64 102 76 14 20 13 M30x1.5 45 74 11 23 12
80 80 130 100 18 26 17.5 M40x1.5 61 93 14 33 14

技术数据

轴承类型
额定轴向

负载
(kN)

允许的最
大负载

(kN)

EN8 1.64 1.48
7000A 6.70 2.78
7001A 7.25 3.10
7002A 7.75 4.07
7203A 14.00 5.95
7004A 12.95 9.70
7205A 20.60 11.70
7206B 28.60 16.60
7208B 45.00 27.70

43 35 28

52 42 34

54 44 36

63 50 40

85 70 57

W
(mm)

 H
(mm) 

S
(mm)

AFK 8

AFK 10

AFK 12

AFK 15

AFK 20

部件
编号

尺寸

K
(mm)

L
(mm)

A.
(mm)

E
(mm)

V
(mm)

d1

(mm)
P

(°)
M

(mm)

35 21 30 7 5 3.4 90 M8x1.0

42 25 38 7 6 4.5 90 M10x1.0

44 25 38 8 6 4.5 90 M12x1.0

52 27 40 10 7 5.5 90 M15x1.0

68 37 52 15 7 6.6 90 M20x1.0

技术数据

轴承类型
额定轴向

负载
(kN)

允许的最
大负载

(kN)

608 1.64 3.35

7000A 6.70 2.78

7001A 7.25 3.10

7002A 7.75 4.07

7204B 18.30 9.70

122 100 80

138 116 90

176 150 120

W
(mm)

 H
(mm) 

S
(mm)

AFK 25

AFK 30

AFK 40

部件
编号

尺寸

K
(mm)

L
(mm)

A
(mm)

E
(mm)

V
(mm)

d1

(mm)
P

(°)
M

(mm)

92 42 65 15 11 11 45 M25x1.5

106 45 74 16 12 11 45 M30x1.5

128 61 93 19 15 14 45 M40x1.5

技术数据

轴承类型
额定轴向

负载
(kN)

允许的最
大负载

(kN)

7205B 20.60 11.70

7206B 28.60 16.60

7208B 45.00 27.70

6 47/45 15 8 32/30 2 2.2 10 2.5 BK/AFK
8 58 20 10 38 3 1.8 15 2.5

10 63 25 10 38 3 1.8 18 3.5
14 77 35 12 42 4 2.5 27 4
15 94 40 14 54 5 3 32 4.5 BK only
16 99 45 14 54 5 3 36 4.5
20 120 55 17 65 6 3.5 45 5
25 133 64 17 69 8 4 50 7
36 165 78 21 87 10 5 63 7.5

尺寸
d8

h7
(mm)

L29

(mm)
L31

(mm)
L32

(mm)
L34

(mm)

B
P9

(mm)
T

(mm)
L33

(mm)
L35

(mm)
Note



www.thomsonlinear.com.cn18

滚珠丝杠

www.thomsonlinear.com.cn 19

52 32 17
60 39 22
60 43 25
70 48 28
86 64 39
88 60 34
106 80 48
128 89 51
160 110 60

W
(mm)

 H
(mm) 

S
(mm)

  BF 8 
  BF 10   
BF 12
BF 15
BF 17
BF 20
BF 25
BF 30
BF 40

部件
编号

12 8 7.6

16 10 11.5

16 12 11.5

20 15 14.0

25 17 19.0

25 20 19.0

32 25 23.9

40 30 28.6

50 40 37.5

d0

(mm)

 d5

h6
(mm) 

d7

(mm)

D

D

D

D

D

D

D

D

D

部件
编号

BK 型垫块

www.danahermotion.com18

AFF 25 122 100 80
AFF 30 138 116 90
AFF 40 176 150 120

Bearing for ball screws - single

BF 8 52 32 17
BF 10 60 39 22
BF 12 60 43 25
BF 15 70 48 28
BF 17 86 64 39
BF 20 88 60 34
BF 25 106 80 48
BF 30 128 89 51
BF 40 160 110 60

AFF 8 43 35 28
AFF 10 52 42 34
AFF 12 54 44 36
AFF 15 63 50 40
AFF 20 85 70 57

Type BF block

Type AFF flange - perforated pattern with 4 holes

Type AFF flange - perforated pattern with 6 holes

  W H S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

D 12 8 7.6
D 16 10 11.5
D 16 12 11.5
D 20 15 14.0
D 25 17 19.0
D 25 20 19.0
D 32 25 23.9
D 40 30 28.6
D 50 40 37.5

Standard final machining    d
5
 d

6
 Part d

0
 h6 h12 

 number (mm) (mm) (mm)

Type D

Ød1 hole
ØJ counter bore
Q depth

0.005

Ø
S

-0
.0

05
-0

.0
15

Ø
S

-0
.0

05
-0

.0
15

Ød1 hole
ØJ counter bore
Q depth

Ød1 hole
ØJ counter bore
Q depth

Part 
number

Part 
number

Part 
number

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 17][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 18]

Ød1 孔

ØJ 沉孔

Q 深度

AFK 型法兰—四孔图案
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AFF 25 122 100 80
AFF 30 138 116 90
AFF 40 176 150 120

Bearing for ball screws - single

BF 8 52 32 17
BF 10 60 39 22
BF 12 60 43 25
BF 15 70 48 28
BF 17 86 64 39
BF 20 88 60 34
BF 25 106 80 48
BF 30 128 89 51
BF 40 160 110 60

AFF 8 43 35 28
AFF 10 52 42 34
AFF 12 54 44 36
AFF 15 63 50 40
AFF 20 85 70 57

Type BF block

Type AFF flange - perforated pattern with 4 holes

Type AFF flange - perforated pattern with 6 holes

  W H S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

D 12 8 7.6
D 16 10 11.5
D 16 12 11.5
D 20 15 14.0
D 25 17 19.0
D 25 20 19.0
D 32 25 23.9
D 40 30 28.6
D 50 40 37.5

Standard final machining    d
5
 d

6
 Part d

0
 h6 h12 

 number (mm) (mm) (mm)

Type D

Ød1 hole
ØJ counter bore
Q depth

0.005

Ø
S

-0
.0

05
-0

.0
15

Ø
S

-0
.0

05
-0

.0
15

Ød1 hole
ØJ counter bore
Q depth

Ød1 hole
ØJ counter bore
Q depth

Part 
number

Part 
number

Part 
number

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 17][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 18]

Ød1 孔

ØJ 沉孔

Q 深度

AFK 型法兰—六孔图案

www.danahermotion.com18

AFF 25 122 100 80
AFF 30 138 116 90
AFF 40 176 150 120

Bearing for ball screws - single

BF 8 52 32 17
BF 10 60 39 22
BF 12 60 43 25
BF 15 70 48 28
BF 17 86 64 39
BF 20 88 60 34
BF 25 106 80 48
BF 30 128 89 51
BF 40 160 110 60

AFF 8 43 35 28
AFF 10 52 42 34
AFF 12 54 44 36
AFF 15 63 50 40
AFF 20 85 70 57

Type BF block

Type AFF flange - perforated pattern with 4 holes

Type AFF flange - perforated pattern with 6 holes

  W H S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

D 12 8 7.6
D 16 10 11.5
D 16 12 11.5
D 20 15 14.0
D 25 17 19.0
D 25 20 19.0
D 32 25 23.9
D 40 30 28.6
D 50 40 37.5

Standard final machining    d
5
 d

6
 Part d

0
 h6 h12 

 number (mm) (mm) (mm)

Type D

Ød1 hole
ØJ counter bore
Q depth

0.005

Ø
S

-0
.0

05
-0

.0
15

Ø
S

-0
.0

05
-0

.0
15

Ød1 hole
ØJ counter bore
Q depth

Ød1 hole
ØJ counter bore
Q depth

Part 
number

Part 
number

Part 
number

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 17][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 18]

Ød1 孔

ØJ 沉孔

Q 深度

标准精加工

D 型

www.danahermotion.com18

AFF 25 122 100 80
AFF 30 138 116 90
AFF 40 176 150 120

Bearing for ball screws - single

BF 8 52 32 17
BF 10 60 39 22
BF 12 60 43 25
BF 15 70 48 28
BF 17 86 64 39
BF 20 88 60 34
BF 25 106 80 48
BF 30 128 89 51
BF 40 160 110 60

AFF 8 43 35 28
AFF 10 52 42 34
AFF 12 54 44 36
AFF 15 63 50 40
AFF 20 85 70 57

Type BF block

Type AFF flange - perforated pattern with 4 holes

Type AFF flange - perforated pattern with 6 holes

  W H S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

  W X S 
  (mm) (mm) (mm)

D 12 8 7.6
D 16 10 11.5
D 16 12 11.5
D 20 15 14.0
D 25 17 19.0
D 25 20 19.0
D 32 25 23.9
D 40 30 28.6
D 50 40 37.5

Standard final machining    d
5
 d

6
 Part d

0
 h6 h12 

 number (mm) (mm) (mm)

Type D

Ød1 hole
ØJ counter bore
Q depth

0.005

Ø
S

-0
.0

05
-0

.0
15

Ø
S

-0
.0

05
-0

.0
15

Ød1 hole
ØJ counter bore
Q depth

Ød1 hole
ØJ counter bore
Q depth

Part 
number

Part 
number

Part 
number

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 17][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 18]

技术数据

轴承类型
额定轴向

负载
(kN)

606 2.31
608 3.35
6001 4.65
6002 5.70
6203 9.75
6004 9.55
6205 14.30
6206 19.80
6208 29.70

43 35 28

52 42 34

54 44 36

63 50 40

85 70 57

W
(mm)

 H
(mm) 

S
(mm)

AFK 8

AFK 10

AFK 12

AFK 15

AFK 20

部件
编号

尺寸

K
(mm)

L
(mm)

E
(mm)

N
(mm)

d1

(mm)
J

(mm)
Q

(mm)
P

(°)

35 11 6 4 3.4 6.5 4 90

42 12 7 4 4.5 8 5 90

44 15 8 4 4.5 8 5 90

52 17 9 4 5.5 9.5 6 90

68 20 14 4 6.6 11 10 90

技术数据

轴承类型
额定轴向

负载
(kN)

606 2.31

608 3.35

6001 4.65

6002 5.70

6204 13.00

尺寸

L23

(mm)
L24

(mm)

L27

H13
(mm)

92 30 15
106 32 15
128 36 18

122 100 80

138 116 90

176 150 120

W
(mm)

 H
(mm) 

S
(mm)

AFK 25

AFK 30

AFK 40

部件
编号

尺寸

K
(mm)

L
(mm)

E
(mm)

N
(mm)

d1

(mm)
J

(mm)
Q

(mm)
P

(°)

92 30 15 6 11 17.5 11 45

106 32 15 6 11 17.5 11 45

128 36 18 6 14 20 13 45

技术数据

轴承类型
额定轴向

负载
(kN)

6205 14.30

6206 19.80

6208 29.70

18.5 26 38 25 6.6 11 6.5 20 10
26 30 46 34 6.6 11 6.5 20 10
35 30 46 35 6.6 11 6.5 20 10
38 35 54 40 6.6 11 6.5 20 10
46 43 68 50 9 14 8.5 23 11.5
50 44 70 52 9 14 8.5 26 13
70 53 85 64 11 17.5 11 30 15
78 64 102 76 14 20 13 32 16
90 80 130 100 18 26 17.5 37 18.5

尺寸

R
(mm)

T
(mm)

X
(mm)

K
(mm)

d1

(mm)
J

(mm)
Q

(mm)
L

(mm)
E

(mm)
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根据DIN 69051/5，公差等级1、3、5的通常尺寸

单头滚珠丝杠

公称
直径Ø 导程 滚珠Ø 修正的动态额定负载Cam [kN] 修正的静态额定负载C0am [kN]

当预紧力Fpr = 0.1 x Cam

最小刚度Rnu, ar [kN/μm]时，螺母单元的刚性
螺母长度L [mm]

滚珠的圈数 滚珠的圈数 滚珠的圈数 滚珠的圈数

d0 Ph0 Dw D1 2 3 4 5 6 7 8 2 3 4 5 6 7 8 2 3 4 5 6 7 8 2 3 4 5 6 7 8

16 5 3 .500 28 6 .7 9 .4 12 - - - - 7 .2 11 15 - - - - 0 .16 0 .23 0 .30 - - - - 55 87 98 - - - -

20 5 3 .500 36 8 .1 12 .0 15 18 21 - - 10 16 21 26 31 - - 0 .20 0 .30 0 .40 0 .49 0 .59 - - 55 68 .5 80 109 119 - -

20 10 3 .969 36 8 .7 - - - - - - 10 - - - - - - 0 .19 - - - - - - 106 - - - - - -

25 5 3 .500 40 9 .3 13 .0 17 20 24 - - 14 20 27 34 40 - - 0 .23 0 .38 0 .49 0 .61 0 .73 - - 56 69 .5 81 91 - - -

25 10 3 .969 40 10 .4 15 .0 - - - - - 14 21 - - - - - 0 .25 0 .38 - - - - - 107 130 - - - - -

32 5 3 .500 50 10 .6 15 .0 19 23 27 31 - 18 27 36 45 55 64 - 0 .31 0 .45 0 .60 0 .75 0 .90 1 .05 - 58 71 .5 83 93 103 134 -

32 10 5 .556 50 18 .6 26 .0 34 41 48 - - 26 39 52 65 78 - - 0 .33 0 .49 0 .65 0 .81 0 .98 - - 85 .5 105 .5 154 175 195 - -

32 15 5 .556 50 17 .6 25 .0 - - - - - 24 36 - - - - - 0 .31 0 .47 - - - - - 137 .5 172 .5 - - - - -

40 5 3 .500 63 - 16 .9 22 26 31 35 40 - 36 47 59 71 83 95 - 0 .53 0 .72 0 .89 1 .21 1 .23 1 .42 - 71 87 97 107 138 149

40 10 6 .350 63 - 42 .0 54 65 76 87 98 - 70 93 116 139 163 186 - 0 .70 0 .93 1 .16 1 .40 1 .61 1 .82 - 110 .5 142 162 204 228 251

40 10 7 .144 63 - 40 .0 62 75 88 100 112 - 76 101 127 152 177 202 - 0 .70 0 .94 1 .27 1 .38 1 .61 1 .82 - 110 .5 142 162 204 228 251

40 15 6 .350 63 - 42 .0 54 - - - - - 70 93 - - - - - 0 .72 0 .94 - - - - - 172 .5 204 .5 - - - -

40 20 6 .350 63 28 .0 40 .0 51 - - - - 43 65 86 - - - - 0 .45 0 .68 0 .89 - - - - 135 .5 212 256 - - - -

50 5 3 .500 75 - 17 .7 23 27 32 37 41 - 46 .1 62 77 92 108 123 - 0 .61 0 .80 1 .00 1 .21 1 .40 1 .59 - 73 89 99 109 140 151

50 10 7 .144 75 - 54 .0 69 84 98 112 125 - 107 142 178 213 249 284 - 0 .89 1 .18 1 .45 1 .73 2 .04 2 .33 - 112 .5 144 164 184 230 253

50 15 7 .938 75 - 61 .0 78 95 - - - - 116 155 193 232 - - - 0 .92 1 .22 1 .51 1 .83 - - - 161 .5 186 .5 245 .5 276 .5 - -

50 20 7 .938 75 - 58 .0 75 91 - - - - 108 145 181 - - - - 0 .89 1 .12 1 .44 - - - - 186 .5 261 .5 303 .5 - - -

63 5 3 .500 90 - 20 .0 25 31 36 41 46 - 60 80 101 121 141 161 - 0 .68 0 .91 1 .13 1 .35 1 .58 2 .26 - 79 .5 91 101 111 146 158

63 10 7 .144 90 - 60 .0 77 94 110 125 141 - 138 184 230 276 322 368 - 1 .05 1 .38 1 .74 2 .07 2 .40 2 .88 - 122 .5 146 166 186 236 259

63 15 7 .938 90 - 70 .0 90 109 128 146 163 - 154 206 257 309 360 412 - 1 .13 1 .52 1 .88 2 .23 2 .58 2 .94 - 167 .5 202 .5 257 .5 288 .5 323 .5 358 .5

63 20 9 .525 95 - 88 .0 112 136 159 - - - 178 237 297 356 - - - 1 .18 1 .55 1 .92 2 .28 - - - 209 .5 279 .5 321 .5 362 .5 - -

63 25* 9.525 95 - 84.0 107 - - - - - 167 223 - - - - - 1 .11 1 .45 - - - - - 271 .5 325 .5 - - - -

*DIN重载系列■ 备有现货
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根据DIN 69051/5，公差等级1、3、5的通常尺寸

单头纹滚珠丝杠

公称
直径Ø 导程 滚珠Ø 修正的动态额定负载Cam [kN] 修正的静态额定负载C0am [kN]

当预紧力Fpr = 0.1 x Cam

最小刚度Rnu, ar [kN/μm]时，螺母单元的刚性
螺母长度L [mm]

滚珠的圈数 滚珠的圈数 滚珠的圈数 滚珠的圈数

d0 Ph0 Dw D1 2 3 4 5 6 7 8 2 3 4 5 6 7 8 2 3 4 5 6 7 8 2 3 4 5 6 7 8

80 10 7 .144 105 - 67 .0 86 104 122 122 156 - 188 250 312 375 437 500 - 1 .24 1 .66 2 .06 2 .45 2 .45 3 .23 - 128 .5 152 168 .5 192 242 265

80 15 9 .525 125 - 96 .0 123 149 174 174 223 - 234 312 390 468 545 623 - 1 .36 1 .80 2 .23 2 .70 2 .70 3 .55 - 177 212 242 272 335 .5 370 .5

80 20 12 .700 125 - 138 .0 176 214 250 250 - - 298 397 496 595 - - - 1 .43 1 .92 2 .38 2 .83 2 .83 - - 219 265 .5 305 .5 375 .5 422 .5 469 .5

80 25 12 .700 125 - 137 .0 176 213 250 250 - - 297 396 495 594 - - - 1 .45 1 .94 2 .41 2 .86 2 .86 - - 284 .5 338 .5 391 .5 442 .5 - -

80 30 12 .700 125 - 137 .0 176 213 249 249 - - 297 395 494 593 - - - 1 .46 1 .96 2 .42 2 .88 2 .88 - - 318 .5 383 .5 446 .5 508 .5 - -

100 10 7 .144 125 - - 93 112 131 131 168 - - 325 406 497 568 649 - - 1 .86 2 .31 2 .75 2 .75 3 .68 - - 156 172 .5 196 250 273

100 20 14 .288 150 - - 231 280 328 328 420 - - 600 751 901 1051 1201 - - 2 .38 2 .95 3 .52 3 .52 4 .63 - - 308 .5 350 .5 391 .5 438 .5 485 .5

100 25 12 .700 150 - - 291 266 310 310 - - - 684 855 1026 1200 - - - 2 .29 3 .46 4 .12 4 .12 - - - 354 .5 407 .5 458 .5 517 .5 -

100 30 12 .700 150 - - 188 228 267 267 - - - 501 626 752 - - - - 2 .29 2 .83 3 .37 3 .37 - - - 395 .5 458 .5 520 .5 - -

100 40 19 .050 150 - - 314 380 445 445 - - - 484 605 726 - - - - 2 .34 2 .95 3 .60 3 .60 - - - 494 .5 578 .5 661 .5 - -

125 10 7 .144 150 - - 103 124 145 145 186 - - 416 520 624 728 832 - - 2 .03 2 .55 3 .05 3 .05 4 .02 - - 188 209 230 253 276

125 20 12 .700 170 - - 220 266 311 311 398 - - 685 856 1027 1198 1369 - - 2 .72 3 .36 4 .00 4 .00 5 .27 - - 308 .5 350 .5 391 .5 438 .5 485 .5

125 25 19 .050 185 - - 365 442 517 517 662 - - 645 807 968 1130 1291 - - 2 .86 3 .54 4 .22 4 .22 5 .55 - - 368 .5 420 .5 472 .5 530 .5 588 .5

125 30 19 .050 185 - - 364 442 516 516 - - - 645 806 967 - - - - 2 .91 3 .50 4 .28 4 .28 - - - 415 .5 478 .5 540 .5 - -

125 40 19 .050 185 - - 363 440 515 515 - - - 644 804 965 - - - - 2 .96 3 .65 4 .35 4 .35 - - - 506 .5 590 .5 673 .5 - -

160 20 14 .288 210 - - 295 357 414 414 535 - - 1032 1290 1548 1806 2064 - - 3 .29 4 .08 4 .86 4 .86 6 .40 - - 318 .5 360 .5 401 .5 448 .5 495 .5

160 25* 19.050 260 - - 425 514 602 602 - - - 884 1106 1327 1548 - - - 3 .52 4 .36 5 .19 5 .19 - - - 378 .5 430 .5 482 .5 540 .5 -

160 32* 19.050 260 - - 424 514 601 601 - - - 884 1105 1325 - - - - 3 .62 4 .48 5 .33 5 .33 - - - 444 .5 511 .5 577 .5 - -

160 40* 19.050 260 - - 411 498 583 583 - - - 845 1055 1266 - - - - 3 .56 4 .41 5 .25 5 .25 - - - 516 .5 600 .5 683 .5 - -

200 20 14 .288 300 - - 328 397 465 465 595 - - 1331 1664 1997 2330 2663 - - 4 .00 4 .60 5 .48 5 .48 7 .22 - - 323 .5 365 .5 406 .5 453 .5 500 .5

200 32 25 .400 300 - - 701 850 994 994 - - - 1500 1875 2250 - - - - 4 .47 5 .54 6 .59 6 .59 - - - 469 .5 536 .5 602 .5 - -

*DIN重载系列■ 备有现货
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根据DIN 69051/5，公差等级1、3、5的通常尺寸

双头滚珠丝杠

公称
直径Ø 导程 滚珠Ø 修正的动态额定负载Cam [kN] 修正的静态额定负载C0am [kN]

当预紧力Fpr = 0.1 x Cam

最小刚度Rnu, ar [kN/μm]时，螺母单元的刚
性

直径 D1 [mm] 螺母长度L [mm]

滚珠的圈数 滚珠的圈数 滚珠的圈数 滚珠的圈数 滚珠的圈数

d0 Ph0 Dw 1.8 2.8 3.6 5.6 1.8 2.8 3.6 5.6 1.8 2.8 3.6 5.6 1.8 2.8 3.6 5.6 1.8 2.8 3.6 5.6

20 20 3 .500 8 - 14 - 12 - 21 - 0 .23 - 0 .38 - 36 - 38* - 59 - 113 -

25 10 3 .500 10 14 - - 15 23 - - 0 .29 0 .44 - - 40 40 - - 41 51 - -

25 20 3 .500 9 14 15 22 14 22 26 40 0 .28 0 .43 0 .47 0 .72 40 40 43* 43* 59 79 118 158

25 25 3 .500 9 - 15 - 15 - 27 - 0 .28 - 0 .48 - 40 - 43* - 71 - 140 -

32 20 5 .556 20 29 32 47 30 46 53 83 0 .37 0 .58 0 .64 1 .00 56 56 56 56 63 83 128 168

32 25 5 .556 20 - 32 - 29 - 53 - 0 .36 - 0 .63 - 56 - 56 - 73 - 145 -

32 32 3 .969 13 - 20 - 29 - 39 - 0 .35 - 0 .59 - 56 - 56 - 84 - 170 -

32 32 5 .556 19 - 31 - 29 - 52 - 0 .35 - 0 .61 - 56 - 56 - 86 - 176 -

40 20 5 .556 22 32 36 52 37 58 67 104 0 .46 0 .69 0 .76 1 .18 63 63 63 63 63 83 122 162

40 20* 6.350 31 46 51 75 53 82 95 147 0.54 0 .84 0 .92 1 .46 70 70 70 70 68 88 125 165

40 25 5 .556 26 38 43 63 43 72 84 130 0 .52 0 .82 0 .90 1 .41 63 63 63 63 67 92 138 188

40 25* 7.144 36 53 60 87 59 93 106 164 0.56 0 .86 0 .95 1 .45 70 70 70 70 75 100 146 196

40 30 5 .556 22 31 35 51 37 57 66 102 0 .44 0 .68 0 .74 1 .16 63 63 63 63 81 111 160 220

40 32 5 .556 22 32 36 53 38 59 68 107 0 .46 0 .70 0 .79 1 .20 63 63 63 63 90 122 200 250

40 40 5 .556 22 - 35 - 37 - 67 - 0 .45 - 0 .77 - 63 - 63 - 103 - 212 -

40 40* 7.144 37 - 60 - 61 - 109 - 0.56 - 0 .97 - 70 - 70 - 104 - 214 -

50 20 6 .350 33 48 - - 67 105 - - 0 .64 1 .00 - - 75 75 - - 65 85 - -

50 20* 6.350 33 48 54 79 67 105 121 189 0.64 1 .00 1 .11 1 .69 82 82 82 82 65 85 125 165

50 25 6 .350 33 48 - - 67 104 - - 0 .64 1 .00 - - 75 75 - - 75 100 - -

50 25* 7.938 44 62 72 109 82 128 148 230 0.67 1 .02 1 .12 1 .72 82 82 82 82 75 100 150 200

50 30 6 .350 33 48 - - 67 104 - - 0 .64 1 .10 - - 75 75 - - 85 115 - -

50 30* 7.938 44 64 71 104 82 127 147 229 0.67 1 .01 1 .12 1 .71 82 82 82 82 87 117 178 238

50 35 5 .556 27 40 45 65 60 93 107 167 0 .64 0 .97 1 .09 1 .67 75 75 75 75 98 132 202 272

50 35* 7.938 45 65 73 107 86 133 154 239 0.69 1 .05 1 .17 1 .82 82 82 82 82 103 138 212 282

50 40 6 .350 33 48 - - 69 107 - - 0 .65 1 .01 - - 75 75 - - 104 144 - -

50 40* 7.144 38 - 63 - 76 - 137 - 0.65 - 1 .13 - 82 - 82 - 105 - 220 -

50 50* 7.144 38 - - - 75 - - - 0.64 - - - 82 - - - 130 - - -

63 20 7 .144 43 63 - - 97 150 - - 0 .80 1 .22 - - 95 95 - - 66 86 - -

63 30 7 .144 43 63 70 102 96 150 173 269 0 .81 1 .23 1 .36 2 .12 95 95 95 95 90 120 180 240

63 30* 9.525 63 91 102 149 125 194 225 350 0.83 1 .28 1 .42 2 .17 105 105 105 105 95 125 190 250

63 40 7 .938 50 73 - - 109 169 - - 0 .83 1 .27 - - 95 95 - - 103 143 - -

63 40* 9.525 64 93 104 152 130 202 234 364 0.86 1 .34 1 .49 2 .25 105 105 105 105 108 148 216 296

63 63* 9.525 62 - 101 - 127 - 228 - 0.82 - 1 .42 - 105 - 105 - 156 - 315 -

80 30 9 .525 69 100 112 164 165 256 297 462 1 .03 1 .57 1 .73 2 .65 125 125 125 125 95 125 190 250

80 40* 12.700 98 144 161 235 210 327 378 588 1.05 1 .60 1 .77 2 .75 135 135 135 135 120 160 260 345

80 50* 12.700 101 148 165 241 220 342 396 615 1.10 1 .66 1 .90 2 .90 135 135 135 135 134 184 300 400

80 64 9 .525 68 - - - 168 - - - 1 .05 - - - 125 - - - 158 - - -

*DIN重载系列■ 备有现货
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标称尺寸 钻孔图
安装
丝杠

润滑
连接

的螺纹

最大
的丝杠
操作力

螺纹
拧紧
扭矩

        

d0  x Ph0 D1 D4 D5 D6 L1 L3 L7 L8 L10 D7 Fb max Ta

kN Nm

g6 h13 Min. Min. Max. h13 h13 Dyn Stat .

ø  16 x ≤ 5 ø  28 ø  38 1 ø  5 .5 M5 ø  48 10 5 .5 10 10 40 8 M6 12 40 6

ø  16 x > 5 ø  32 ø  42 1 ø  5 .5 M5 ø  52 10 5 .5 15 10 40 8 M6 12 40 6

ø  20 x ≤ 1 ø  36 ø  47 1 ø  6 .6 M6 ø  58 10 5 .5 16 10 44 8 M6 16 63 10

ø  25 x ≤ 5 ø  40 ø  51 1 ø  6 .6 M6 ø  62 10 6 .0 10 10 48 8 M6 16 63 10

ø  32 x ≤ 10 ø  50 ø  65 1 ø  9 .0 M8 ø  80 10 6 .0 10 12 62 8 M6 32 100 25

ø  32 x > 10 ø  56 ø  71 1 ø  9 .0 M8 ø  86 20 6 .0 20 14 65 8 M6 32 100 25

ø  40 x ≤ 10 ø  63 ø  78 2 ø  9 .0 M8 ø  93 10 7 .0 17 14 70 10 M8 x 1 40 150 25

ø  40 x ≥ 10 ø  63 ø  78 2 ø  9 .0 M8 ø  93 20 7 .0 20 14 70 10 M8 x 1 40 150 25

ø  40 x ≥ 10* ø  70 ø  85 2 ø  9.0 M8 ø100 25 7.0 25 14 75 10 M8 x 1 40 150 25

ø  50 x ≤ 10 ø  75 ø  93 2 ø11 .0 M10 ø110 10 7 .0 17 16 85 10 M8 x 1 80 225 49

ø  50 x > 10 ø  75 ø  93 2 ø11 .0 M10 ø110 20 7 .0 20 16 85 10 M8 x 1 80 225 49

ø  50 x > 10* ø  82 ø100 2 ø11.0 M10 ø118 25 7.0 25 16 92 10 M8 x 1 80 225 49

ø  63 x ≤ 10 ø  90 ø108 2 ø11 .0 M10 ø125 10 7 .0 17 18 95 10 M8 x 1 80 225 49

ø  63 x > 10 ø  95 ø115 2 ø13 .5 M12 ø135 25 7 .0 30 20 100 10 M8 x 1 125 320 86

ø  63 x > 10* ø105 ø125 2 ø13.5 M12 ø145 25 9.0 30 20 110 10 M8 x 1 125 320 86

ø  80 x ≤ 10 ø105 ø125 2 ø13 .5 M12 ø145 12 9 .0 17 20 110 10 M8 x 1 125 320 86

ø  80 x > 10 ø125 ø145 2 ø13 .5 M12 ø165 25 9 .0 30 25 130 10 M8 x 1 125 320 86

ø  80 x > 10* ø135 ø155 2 ø13.5 M12 ø175 25 9.0 40 25 140 10 M8 x 1 125 320 86

ø100 x ≤ 10 ø125 ø145 2 ø13 .5 M12 ø165 10 10 .0 17 22 130 10 M8 x 1 125 320 86

ø100 x > 10 ø150 ø176 2 ø17 .5 M16 ø202 25 10 .0 30 30 155 10 M8 x 1 250 630 210

ø100 x > 10* ø160 ø186 2 ø17.5 M16 ø212 40 10.0 40 30 165 10 M8 x 1 250 630 210

ø125 x ≤ 10 ø150 ø176 2 ø17 .5 M16 ø202 10 10 .0 17 25 155 10 M8 x 1 250 630 210

ø125 x > 10 ø170 ø196 2 ø17 .5 M16 ø222 25 10 .0 30 30 175 10 M8 x 1 250 630 210

ø125 x > 10* ø200 ø233 2 ø22.0 M20 ø265 40 10.0 45 30 205 10 M8 x 1 400 1000 410

ø160 x > 10 ø210 ø243 2 ø22 .0 M20 ø275 25 10 .0 30 40 215 10 M8 x 1 400 1000 410

ø160 x > 10 ø260 ø300 2 ø22 .0 M20 ø340 40 10 .0 50 40 265 10 M8 x 1 400 1000 410

ø200 x ≤ 20 ø250 ø290 2 ø26 .0 M24 ø330 25 10 .0 30 45 255 10 M8 x 1 500 1250 710

ø200 x > 20 ø300 ø340 2 ø26 .0 M24 ø380 40 10 .0 60 45 305 10 M8 x 1 500 1250 710

防尘圈

钻孔图1 钻孔图2

L：取决于第10至15页的滚珠圈数

Dw = 滚珠 ød3=d0-Dw

带 DIN 法兰的螺母尺寸
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直径 x 
导程

d0x Ph0 
(mm)

动态额
定负载

Cam

[kN]

静态额
定负载
C0am 
[kN]

D1 (mm)
g6

D4 (mm) D5 (mm) D6 (mm)
h13

D7 (mm) L (mm) L1 (mm) L3 (mm) L7 (mm)
h13

L8 (mm)
h13

L10 (mm)

40 x 20 162 .8 322 .9 75* 93 11 .0 110 M8x1 130 25 7 16 85 10

50 x 20 220 .4 499 .4 90* 108 11 .0 125 M8x1 130 25 7 20 95 10

63 x 20 478 .6 1108 .7 105 125 13 .5 145 M8x1 249 25 9 25 110 10

63 x 25 318 .4 691 .2 105 125 13 .5 145 M8x1 210 30 9 25 110 10

80 x 20 623 .7 1654 .0 135 155 13 .5 175 M8x1 247 30 9 30 140 10

80 x 25 622 .4 1651 .4 135 155 13 .5 175 M8x1 293 40 9 30 140 10

100 x 20 709 .3 2276 .5 160 186 17 .5 212 M8x1 248 40 10 30 165 10

100 x 25 683 .2 2154 .4 160 186 17 .5 212 M8x1 294 40 10 30 165 10

125 x 20 790 .9 2907 .5 200 233 22 .0 265 M8x1 258 40 10 40 205 10

125 x 25 863 .5 2447 .2 200 233 22 .0 265 M8x1 304 40 10 40 205 10

160 x 25 1053 .8 3510 .2 260 300 22 .0 340 M8x1 314 40 10 45 265 10

重载系列

带间隙的单个螺母。请联系我们，了解更多间隙详情。

Wiper

1

钻孔图2

Example:
d0 = 63 mm;
lcr = 2700 mm

Bearing
ncr = 970 rpm
fcr = 1.56
ncrp = 0.8 . 970 . 1.56
ncrp = 1210 rpm

3

限位速度 nl [rpm]

公差等级 TC ≤ 5 > 5

nl [rpm]
100,000

d0 [mm]

140,000

d0 [mm]

速度计算

ncrp= 0.8 . ncr . fcr > nmax

ncr = 1.2 . 108 .
d

/cr2

d ≈ 
d0 + d3

2

d3 ≈ d0-Dw

index p → permissible

[rpm]

[rpm]

[mm]

[mm] Dw = ball ø

1A

1B

2

3 4

临界速度 ncr [rpm]
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Size

3

 

1A

1B

2

4

Example
d0 =  63 mm 
lc  =  5200 mm

Bearing  
Fc  =  45 kN 
fc   =  2
Fcp =  0 .8  . 45  . 2
Fcp =  72 kN

3

Calculation Buckling load

   

Buckling load  Fc [N]

Size

Fcp = 0 .8  . Fc  . fc ≥ Fmax . [N] Fc =   [N]                       Dw   =   ball ø
       

    d ≈ [mm]                   d3    ≈   d0 – Dw

Index p →  permissible lc [mm]  

d0 + d3

2

1 .017  . 105  . d4

lc
2

www.danahermotion.com30

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 29][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 30]

屈曲负载

屈曲负载计算

Fcp = 0.8 . Fc . fc ≥ Fmax. [N]
Fc = 

1.017 . 105 . d4

lc2
[N] Dw = ball ø

d ≈
d0+d3

2
[mm] d3 ≈ d0-Dw

Index p → permissible lc [mm]

Example
d0 = 63 mm
lc = 5200 mm

Bearing
Fc = 45 kN
fc = 2
Fcp = 0.8 . 45 . 2
Fcp = 72 kN

3

计算

负载传递

安装公差

使用寿命

使用寿命

安装

修正的使用寿命（按转数计）

修正的使用寿命（按小时计）

基于DIN 69 051/4的额定负载/使用寿
命计算

nm = 等速

Fm = 等负载

Cam = 修正的动态额定负载[N]

 
  

 
.最优 请联系我们，了解更多径向力详情
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摩擦角度  ρ" (rhò)

ρ"= 0 .23o 总体等级 P 和 T1-T3

ρ"= 0 .34o 总体等级 T5 

Ph0 

+ See tables of dimensions

d0

示例

将扭矩转换为轴向作用力，得出

驱动扭矩为 ：

计算—效率、扭矩
效率

效率受到许多工作因素及几何数据的影响。

这意味着，实际数值可能在计算数值 ±5% 的范围内波动。

将理论效率值降低 5% 左右，允许诸如速度、温度和

润滑等操作影响作用存在公差。如果负载 F 与动态

额定负载的比率 Cam 小于 0.5，根据负载因数 fl 进一

步降低（参见下表）。

得出的效率值仅适用于滚珠丝杠。该数字假设滚珠

丝杠已被润滑，但不含刮水器或主轴轴承。

如果您对提高效率的特定措施有兴趣，请联系我们 ：

扭矩 Ta；Te

当扭矩转换为轴向作用力时，

理论效率(η)的计算方法如下：

Ph0

d0 . π
tan ϕ

tan (ϕ + ρ")
η=  其中 tan ϕ =

当轴向作用力转换为扭矩时，理论

效率 (η') 的计算方法如下 ：

Ph0

d0 . π
tan (ϕ-ρ")

tan ϕ
η'=  其中 tan ϕ =

  F  
Cam

fl

0 .4 0 .99

0 .3 0 .98

0 .2 0 .97

0 .1 0 .96
tan ϕ  =    10 =  0 .08 
                40 · π 

      ϕ  =  4 .55o 

试运行后的实际效率

F 10,000
=

Cam   53,900

F = 10,000 N 

Cam = 53,900 N 

η   =  0 .08 

tan (4 .55o + 0 .23o) 

η   =  0 .957

ηp  = η · 0 .95 · fI

ηp  = 0 .957 · 0 .95 · 0 .97

ηp  =  0 .88 ± 5%

将轴向作用力转换为扭矩，得出

输出扭矩为 ：

轴向负载

动态额定负载

负载因数

导程角

理论效率

实际效率

驱动扭矩[Nm]

输出扭矩[Nm]

=

=

=

=

=

=

=

=

刚度—其它
刚度 R

滚珠丝杠的总刚度 Rtot 基于丝杆刚度 Rs 和螺母刚度 Rnu, ar。折叠式插页第 11 页的刚度规格 Rnu, ar 表示最

小的规格，基于拉伸下的螺母 / 主轴区，同时考虑了精度因数。总刚度（不含轴承）的计算方法如下 ：

主轴刚度取决于轴承类型

一侧的固定轴承

两侧的固定轴承

d0 16 20 25 32 40 50 63 80

Ph0 5 5 5-25 5 10 5 10-40 10,20 10,20 10 20

A [mm2] 162 263 263 723 685 1155 1075 1705 2823 4650 4412

■ A = 丝杆横截面
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P Transport ball screwsPositioning ball screws TType Type

l1 = Axial thread length lu = Useful distance le = Overrun   = Tab. 2 l0 = Nominal distance D l0 = Distance deviation

Tab. 2 

Nominal lead  Ph0  [mm] ≤ 5 ≤ 10 ≤ 20 > 20

Overrun le     [mm] 20 40 60 80

Permissible distance deviations

 lu2 .   . V300p 300

  P1 – 3 P5 T

v300 p Perm. distance fluctuation across 300 mm distance  Tab. 1 Tab. 1 Tab. 1

v2p p Perm. distance fluctuation across 2p distance  Tab. 1 Tab. 1 –

c Distance compensation  -0.01/1000 0 0

ep Limit deviations for useful distance lu  Tab. 3 Tab. 3

vup Perm. distance fluctuation across useful distance lu  Tab. 3 Tab. 3 –

Tab. 1

TC 1 3 5 7

v300 p [µm] 6 12 23 52

v2p p [µm] 4 6 8 12

To
le

ra
nc

e 
cl

as
s    

   T
C

luTab. 3
    >  315 400 500 630 800 1000 1250 1600 2000 2500 3150 4000 5000

    ≤ 315 400 500 630 800 1000 1250 1600 2000 2500 3150 4000 5000 6300

  1 ep  6 7 8 9 10 11 13 15 18 22 26 32 – –

   vup  6 6 7 7 8 9 10 11 13 15 17 21 – –

  3 ep  12 13 15 16 18 21 24 29 35 41 50 62 76 –

   vup    
  [µm]

 12 12 13 14 16 17 19 22 25 29 34 41 49 –

  5 ep  23 25 27 30 35 40 46 54 65 77 93 115 140 170

   vup  23 25 26 29 31 35 39 44 51 59 69 82 99 119

型号

轴向螺纹长度

300 mm 距离内允许的距离波动 表1

表2

表3

公
差

等
级

标称导程

超限

表1

表1

表3 表3有效距离lu内允许的距离波动

距离补偿

2π距离内允许的距离波动 表1 表1

表3 表3有效距离lu的极限偏差

有效距离 超限 标称距离 距离偏差

型号

允许的距离偏差

定位滚珠丝杠 传动滚珠丝杠

Acceptance test conditions

  Tolerance class
  Acceptance Description

  1 3 5 7 

                                                                                          d0 [mm]                     lx [mm] 
  >   >   

Permissible deviation  tp [µm]

   6 12 – 80 

   12 25 – 160 

  25 50 –              315          20             25             32            40 

  50 100 –  630 

  100 200 – 1250

 t5  t5 max . for

   l1/d0  40                                                    
40             50              63             80

   t5 max . for

   40< l1/d0  60                                             
63             80             100           125

               t5 max . for

               60< l1/d0  80                             
100           125           160           200 

               
t5 max . for

               80< l1/d0  100                             
160            200          250           315

   d0         l11

  >    > 

   – 32 – 80 10 12 20 32

 t6
   63 80 160 12 16 20 40

   63 125 160 250 16 20 25 50

   125 – 250 400 20 25 32 63

   – – 400 630 25 32 40 80

   – – 630 – 32 40 50 100

Radial runout t6is selected in line with d0 and 
l11 . The larger of the two values applies .

www.danahermotion.com 35

Ball screws

Radial runout for determining degree  
of straightness

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 34][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 35]

可接受的测试条件

验收 说明

公差等级

允许的偏差

用于确定平直度的径向跳动

根据d0和l11选择径向跳动t6。适用较大值。
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nconst = 100 rpm

ISO VG 100 lubricating oil

t
9
; t

10

D6; D

 >                           

Radial runout t7 is selected in line with d0 and l12 .
The larger of the two values applies . 

Permissible deviation    tp [µm]

Tp0 [Nm]

 >                             

Idling torque (Tp) based on preload (Fp) 
at the nut unit

Fr; Ft

Tpa = Fr  . r

With wiper
Tt = Ft  . r

Acceptance test conditions

 Axial runout

Limit frequency for acceptance equipment = 1 Hz

 L Nut length 
 a Actual
 p Permissible
 0 Nominal 
 t Total 

 lu - L lu - L

T p0
; T

pa

± 
D 

T pa

T pa

D 
T p0

   
   

± 
D 

T p0

T p0

Axial and radial runout for preloaded nut units or 
nut units with no clearance

Nominal idling torque Permissible deviation  ∆ Tp0 (%)

          lu
 

For     
d0

    40 and lu  4000 mm

         
lu

 

For    
d0

     60 and lu  4000 mm

         lu
 

For    
d0

     60 and lu  4000 mm

www.danahermotion.com36

  TC 1 3 5 7

Acceptance Description d0 [mm] l12 [mm]  

  >  >   

   – 32 – 80 5 6 8 10
   32 63 80 160 6 8 10 12

 t7  63 125 160 250 8 10 12 16

   125 – 250 400 10 12 16 20

   – – 400 – – 16 20 25

   – 63 – – 3 4 5 6

 t8  63 125 – – 4 5 6 8

   125 – – – – 6 8 10

       

   – 32 10 12 20 20

   32 63 12 16 20 25

   63 125 16 20 25 32

   125 250 20 25 32 40

   250 500 – 32 40 50

 

   – 0 .3 30 35 40 50

   0 .3 0 .6 25 30 35 40

   0 .6 1 .0 20 25 30 35

   1 .0 2 .5 15 20 25 30

   2 .5 6 .3 10 15 20 25

   6 .3 – – 10 15 25

   – 0 .3 35 40 50 60

   0 .3 0 .6 30 35 40 50

 t12  0 .6 1 .0 25 30 35 40

   1 .0 2 .5 20 25 30 35

   2 .5 6 .3 15 20 25 30

   6 .3 – – 15 20 30

   – 0 .3 – – – –

   0 .3 0 .6 – – – –

   0 .6 1 .0 – 35 40 45

   1 .0 2 .5 – 30 35 40

   2 .5 6 .3 – 25 30 35

    6 .3 – – 20 25 35

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 35][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 36]

根据d0和l12"选择径向跳动t7。适用较大值。

验收 说明
允许的偏差

允许的偏差标称空转扭矩

轴向跳动

含公差的预紧螺母单元或螺母单元的轴向和径
向跳动

含刮水器

基于螺母单元预紧力（Fp）的空转扭矩（Tp）

ISO VG 100润滑油

验收设备的极限频率= 1 Hz

L 螺母长度
a 实际
p 允许的
0 标称
t 总体

可接受的测试条件 可接受的测试条件

Norm 

   Rm Re 

   [N/mm2] [N/mm2]

     
~ Cf 53 N DIN 17 230 ≥ 610 ≥ 380

 

     
 DIN 17 230 > 800 > 600

 

 

 

100 Cr 6 DIN 17 230   62 ± 2 HRC

60 +
- 2 HRC

60 +
- 2 HRC

Polyamid 6 .6
PPN 7190 TV 40 
Nylon

www.danahermotion.com 27

Präzisions-Kugelgewindetriebe

  

Part 

Ball 

Nut 

Spindle 

Scraper 

Material

Material 

Special material as well as heat and surface treatment on request .

Max . operation temperature -30°C bis +100°C . Any other case of operation only on request . 

Rigidity 

hardened

inductive hardened

Heat treatment

Antifriction bearing steel
(100 Cr 6 or higher quality)

37

Ball screws

[Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 36][Limberg Box Patch : TrimBox [0] BleedBox [3] MediaBox [10] Patch : Page 37]

Bushing Locking                                  Spindle

部件 材料 标准 硬度 热处理

感应淬火
主轴

刮刀
聚酰胺
PPN 7190 TV 40
尼龙

螺母

丝杆

螺母

锁定衬套

滚珠

根据要求提供特殊材料及热处理和表面处理

最大工作温度-30°C bis +100°C其它运行情况仅根据要求提供。

淬火
减摩轴承钢
（100 Cr 6或更高质量）
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涉及精密滚珠丝杠的轴向角接触滚珠轴承的示例情境

Example scenarios involving axial angular ball bearings for precision ball screws  

A1   ZKLF… A2   ZKLF… 2AP

 
   INA axial angular ball bearings         Spindle ends  
   

 
d0

 ZKLF Cax C0ax Ral ZMA ZM d2h5 d3 d4 d5 L1 L2 L3  

  ZKLF…2AP kN kN N/µm

 16 1255… 17 .4 24 .7 375 – 12 12 M12 x 1 .0 – 10 – – 12  

 20 1560… 17 .9 28 .0 400 15/33 17 15 M15 x 1 .0 M17 x 1 .0 13 48 50 12  

 
25

 1762… 18 .8 31 .0 450 
17 20 17 M17 x 1 .0 M20 x 1 .0 15 48 50 15  

  1762…2AP 30 .5 62 .0 800

 
32

 2068… 26 .0 47 .0 650 
20/38 25 20 M20 x 1 .0 M25 x 1 .5 18 54 56 25  

  2068…2AP 42 .0 94 .0 1150 

 
40

 2575 27 .5 55 .0 750 
25/45 30 25 M25 x 1 .5 M30 x 1 .5 22 54 57 25  

  2575…2AP 44 .5 111 .0 1300 

 
50

 3590… 41 .0 89 .0 900 
35/58 40 35 M35 x 1 .5 M40x 1 .5 32 64 67 27  

  3590…2AP 66 .0 177 .0 1600 

 
63

 40100… 43 .0 101 .0 1000 
40/62 45 40 M40 x 1 .5 M45 x 1 .5 37 64 67 27  

  40100…2AP 70 .0 202 .0 1750 

 
80

 50115… 46 .5 126 .0 1250 
50/75 55 50 M50 x 1 .5 M55 x 2 .0 47 64 67 30  

  50115…2AP 76 .0 250 .0 2200 
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标称 INA轴向角滚珠轴承
INA槽形

螺母
主轴端

A4

ZKLF… 2AP

ZM (A) ZKLF…

A3   ZM            ZMA

Spindle ends   

  L4 L5 L6 L7 L8 L9 L10 L11

 21 25 23 25 – 60 – – 

 23 30 23 25 90 65 85 60 

 23 35 23 25 93 73 88 63
 

 27 40 26 28 119 91 108 80 

 27 50 26 28 129 101 109 80 

 29 70 30 34 161 127 123 90 

 31 80 30 34 171 137 125 92 

 31 100 30 34 194 160 128 95
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Ball screws
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Example scenarios involving INA cylindrical roller bearings for ball screws  

B1 B2

 
 
   INA cylindrical roller bearings         Spindle ends 

 
ø

  ZARF… TN/LTN                  ZM/ZMV… 
   ZARN… TN/LTN                  ZMA/ZMVA…

 d0  Ca C0a Ral   d2 d3 d4 d5 L1 L2 L3   
  Size                    Size
   kN kN N/µm

 25 1762 26 57 1600 17/38 20/38 17 M17 x 1 .0 M20 x 1 .0 15 55 57 24   

 32 2068 33 76 1800 20/38 25/45 20 M20 x 1 .0 M25 x 1 .5 18 58 60 24   

 40 2575 34 86 1900 25/45 30/52 25 M25 x 1 .5 M30 x 1 .5 22 62 65 25   

 40 2590 80 199 3000 25/58 30/52 25 M25 x 1 .5 M30 x 1 .5 22 72 75 33   

 50 35110 105 265 3500 35/70 40/75 35 M35 x 1 .5 M40 x 1 .5 32 79 82 35   

 63 45130 154 405 4000 45/85 50/92 45 M45 x 1 .5 M50 x 1 .5 42 100 103 37   

 80 55145 177 500 4900 55/98 60/98 55 M55 x 2 .0 M60 x 2 .0 50 99 103 39   
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1 1

ø

INA grooved 
nutNominal  
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标称

尺寸 尺寸

INA圆柱滚轴轴承
INA槽形

螺母 主轴端

ZARF… TN

ZARN… TN

ZARF… LTN

ZARN… LTN

B4B3    

Spindle ends 

   L4 L5 L6 L7 L8 L9 L10 L11

   30 40 41 43 119 105 111 97

   30 40 44 46 122 108 114 100 

   34 50 47 50 137 122 124 109

   34 50 57 60 155 140 142 127

   46 60 63 66 174 158 163 147

   48 80 79 82 217 196 188 167

   48 100 78 82 238 217 190 169
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Ball screws
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Nenn Betriebstemperatur

B
ez

u
g

sv
is

ko
si

tä
t

Viskositär

Average speed   nm

Correct lubrication for ball screws is not only essential in terms of achieving the 
expected service life, but also has an impact on smooth running properties, heat 
generation during operation and idling torque .
In principle, the types of oil and grease used for rolling bearings are suitable for 
this purpose . Unless the customer has specified otherwise, the function accept-
ance process is performed at Danaher Motion using an oil in accordance with 
ISO VG100 .

Lubrication

Lubrication using oil

Generally speaking, CL oils are used in this context for increasing corrosion 
protection and durability . Alloyed CLP oils with EP additives can also be used .  
The appropriate level of viscosity depends on the circumferential speed (in 
other words, diameter and speed) and the ambient or expected operating  
temperature .
The amount of oil required per ball revolution lies somewhere between 0 .3 and  
0 .5 cm3/h, depending on the speed . Only 1/10 of this amount is needed if liquid 
grease is used . For oil bath lubrication, it is enough for the oil level to reach half 
way up the lowest lying ball if the mounting position is horizontal . Use the diagram 
below to determine the viscosity level .

Example: KGT63 x 10
 Average speed nm = 200 rpm
 Operating temperature t = 25°C

For a nominal diameter of 63 mm and nm = 200 rpm the diagram on the 
left shows a viscosity v1 of 110 mm2/s . When this value is transferred 
to the diagram on the right, the point of intersection at a temperature 
of 25°C lies between ISO VG46 and ISO VG68 . In order to ensure there  
is an adequate lubricating film during all operating states, the higher value should 
be selected in each case . This would be ISO VG68 in the current case, although 
even higher levels may be required for longer running times where fatigue may 
be an issue . The appropriate oils with this viscosity class can be selected from 
the table of lubricants shown below . 

Lubrication using grease

Grease can also be used to lubricate ball screws . This approach allows longer 
intervals between each lubrication .

Given that a small amount of grease escapes from the nut and remains on the 
spindle with each stroke of the ball screw, even when the wipers are working as 
well as they can, the amount of grease available reduces during operation . This 
limits the length of time the ball screw can be used without being regreased . The 
expected service life L10 can only be achieved if the grease lost is replaced by 
means of a centralised lubrication system or a lubrication schedule tailored to 
the application in question .

Manual regreasing can achieve an average of around 700 extra service hours . 
This figure can vary considerably, however, depending on the machine design 
and the conditions under which it is used . 

Lubricating greases are divided into NLGI classes based on their pen-
etration level in accordance with DIN 51818 . Under normal conditions 
(operating temperatures between -20°C and +120°C), waterproof greases 
from class K2K-20 in accordance with DIN 51825 should be used for 
ball screws . Greases from class K1K-20 (very high speeds) or KP2K-20  
(very high loads or low speeds) can be used for special applications .

Greases which do not share the same saponification basis should not be mixed . 
The manufacturer must be consulted if operating temperatures are going to be 
higher or lower than the values specified . When deciding how much grease to 
use, look to fill about half of the space available . In order to avoid the ball screws  
heating up unnecessarily as a result of excess grease, machine designs should 
ensure that waste or superfluous grease is able to escape .

If you have any additional questions concerning lubrication, please consult our 
engineering consultants .
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 Calculation for determining volume when regreasing (using grease)

           d0  x
  Ph  x  Dw  x  i0 .7

1250
VRL =

VRL = Regreasing volume [g]

d0 = Nominal diameter of spindle [mm] 

Ph = Lead [mm] 

Dw = Diameter of ball [mm] 

i  = Number of revolutions in nut

When lubricating a dummy nut, multiply the volume calculated by 2 .5 .

Viscosity
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Correct lubrication for ball screws is not only essential in terms of achieving the 
expected service life, but also has an impact on smooth running properties, heat 
generation during operation and idling torque .
In principle, the types of oil and grease used for rolling bearings are suitable for 
this purpose . Unless the customer has specified otherwise, the function accept-
ance process is performed at Danaher Motion using an oil in accordance with 
ISO VG100 .

Lubrication

Lubrication using oil

Generally speaking, CL oils are used in this context for increasing corrosion 
protection and durability . Alloyed CLP oils with EP additives can also be used .  
The appropriate level of viscosity depends on the circumferential speed (in 
other words, diameter and speed) and the ambient or expected operating  
temperature .
The amount of oil required per ball revolution lies somewhere between 0 .3 and  
0 .5 cm3/h, depending on the speed . Only 1/10 of this amount is needed if liquid 
grease is used . For oil bath lubrication, it is enough for the oil level to reach half 
way up the lowest lying ball if the mounting position is horizontal . Use the diagram 
below to determine the viscosity level .

Example: KGT63 x 10
 Average speed nm = 200 rpm
 Operating temperature t = 25°C

For a nominal diameter of 63 mm and nm = 200 rpm the diagram on the 
left shows a viscosity v1 of 110 mm2/s . When this value is transferred 
to the diagram on the right, the point of intersection at a temperature 
of 25°C lies between ISO VG46 and ISO VG68 . In order to ensure there  
is an adequate lubricating film during all operating states, the higher value should 
be selected in each case . This would be ISO VG68 in the current case, although 
even higher levels may be required for longer running times where fatigue may 
be an issue . The appropriate oils with this viscosity class can be selected from 
the table of lubricants shown below . 

Lubrication using grease

Grease can also be used to lubricate ball screws . This approach allows longer 
intervals between each lubrication .

Given that a small amount of grease escapes from the nut and remains on the 
spindle with each stroke of the ball screw, even when the wipers are working as 
well as they can, the amount of grease available reduces during operation . This 
limits the length of time the ball screw can be used without being regreased . The 
expected service life L10 can only be achieved if the grease lost is replaced by 
means of a centralised lubrication system or a lubrication schedule tailored to 
the application in question .

Manual regreasing can achieve an average of around 700 extra service hours . 
This figure can vary considerably, however, depending on the machine design 
and the conditions under which it is used . 

Lubricating greases are divided into NLGI classes based on their pen-
etration level in accordance with DIN 51818 . Under normal conditions 
(operating temperatures between -20°C and +120°C), waterproof greases 
from class K2K-20 in accordance with DIN 51825 should be used for 
ball screws . Greases from class K1K-20 (very high speeds) or KP2K-20  
(very high loads or low speeds) can be used for special applications .

Greases which do not share the same saponification basis should not be mixed . 
The manufacturer must be consulted if operating temperatures are going to be 
higher or lower than the values specified . When deciding how much grease to 
use, look to fill about half of the space available . In order to avoid the ball screws  
heating up unnecessarily as a result of excess grease, machine designs should 
ensure that waste or superfluous grease is able to escape .

If you have any additional questions concerning lubrication, please consult our 
engineering consultants .
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 Calculation for determining volume when regreasing (using grease)

           d0  x
  Ph  x  Dw  x  i0 .7

1250
VRL =

VRL = Regreasing volume [g]

d0 = Nominal diameter of spindle [mm] 

Ph = Lead [mm] 

Dw = Diameter of ball [mm] 

i  = Number of revolutions in nut

When lubricating a dummy nut, multiply the volume calculated by 2 .5 .

Viscosity
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润滑
正确润滑滚珠丝杠不仅是实现预计使用寿命的必要条件，而且会

影响顺利运转属性、运行过程中的热生成以及空转扭矩。

理论上而言，用于滚动轴承的油和油脂类型适用于本目的。除非

客户另行指定，否则丹纳赫传动将根据 ISO VG100 执行功能验收

流程。

使用润滑油润滑
一般而言，CL 润滑油可用于此处，以提高防腐性和耐用性。还可

使用含 EP 添加剂的 CLP 合金润滑油。适当的粘度取决于圆周速

度（换言之，直径和速度）以及周围或预计的工作温度。

每个滚珠转数所需的润滑油量介于 0.3 和 0.5 cm3/h 之间，具体

视速度而定。若使用液体润滑脂，则只需该数量的 1/10。对于油

槽润滑而言，若安装位置为水平安装，润滑油液面达到最低滚珠

所在液面的一半即可。根据下图确定粘度。

示例 ：KGT63 x 10

平均速度 nm = 200 rpm

工作温度 t = 25° C

若标称直径为 63 mm，nm = 200 rpm，左图表明粘度 v1 为 110 

mm2/s。若该值被传递到右图，温度为 25° C 时的交叉点介于

ISO VG46 和 ISO VG68 之间。为了确保在各个运行状态下均保持

充足的润滑薄膜，应选择每种情况下的较高值。在当前示例下应

为 ISO VG68，但在更长的运转时间里，由于可能出现疲劳，可能

需要更高的级别。可以从以下润滑油表格中选择具有该粘度等级

的恰当润滑油。

使用润滑脂润滑
还可以使用润滑脂润滑滚珠丝杠。该方法可延长每次润滑的间隔

时间。

由于一小部分润滑脂从螺母中溢出，残留在滚珠丝杠的每个冲程

的主轴上，即使当刮水器正常运转时，运行时可用的润滑脂也将

减少。这限制了滚珠丝杠在未经重新润滑条件下使用的时间。只

有当中央润滑系统或专门针对该应用定制的润滑时间表解决了润

滑脂损失问题时，才可实现预计的使用寿命 L10。

手工重新润滑可实现平均 700 小时左右的额外使用寿命。但是，

由于机器设计和使用条件的不同，该数字可能差别很大。

根据 DIN 51818，按照润滑脂的渗透等级，将其分为各个 NLGI

等级。在一般条件下（工作温度介于 -20° C 和 +120° C 之间），

滚珠丝杠应使用符合 DIN 51825 的 K2K-20 等级以上的防水润滑

脂。K1K-20（非常高速）以上或 KP2K-20（非常高负载或低速）

以上可用于特殊应用。

皂化作用不同的润滑脂不得混用。若工作温度将高于或低于指定

值，必须咨询制造商。在决定润滑脂使用量时，应注满约一半的

可用空间。为了避免因润滑脂过多，滚珠丝杠不必要地升温，机

器设计应确保废弃或多余的润滑脂能够溢出。

有关润滑的更多问题，请垂询我们的工程顾问。

使用润滑脂重新润滑时，确定润滑脂量的计算方法

重新润滑量[g]

主轴标称直径[mm]

导程[mm]

滚珠直径[mm]

螺母转数

当润滑假螺母时，将计算出来的润滑量乘以2.5。

平均速度nm

Recommended lubricants

Viscosity

ISO

VG 68

VG 100

 

VG 150

 

VG200

No ISO

K 1 K 20

K 2 K 20

KP 2 K 20

KLÜBER

Crucolan 68

Klüberoil GEM1-68

Crucolan 100

Klüberoil GEM1-100

Crucolan 150

Klüberoil GEM1-150

Crucolan 220

Klüberoil GEM1-220

Centoplex 1 DL

Centoplex 2

Centoplex GLP 402

Isoflex NBU 15

Staburags NBU 8 EP

MOBIL

Vactra Oil Heavy Medium

Mobilgear 626/Vactra Oil No . 2*

Vactra Oil Heavy

Mobilgear 627

Vactra Oil Extra Heavy

Mobilgear 627

Mobil DTE Oil BB

Mobilgear 630/Vactra Oil No . 4*

Mobilith AW1: (not available in Germany)

Mobilux EP1: (not available in Germany)

Mobilux 2

Mobilux EP2

Mobilgrease HP 222
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Ball screws

Viscosity

ISO

VG 68

VG 100

 

 

VG 150

 

VG200

 

No ISO

K 1 K 20

K 2 K 20

KP 2 K 20

BP

Energol RC 68

Energol HLP-D 68

Energol GR-XP 68 

Maccurat 68D*

Energol RC 100

Energol GR-XP 100

Energol RC 150

Energol GR-XP 150

Energol CS-HB 220

Energol GR-XP 220

Maccurat 220D*

Energrease LS 1

Energrease LS 2

Multi-purpose grease L 2

Energrease LS-EP 2

BP long-life grease

TOTAL FINA

Hydran G 68

Hydran G 100

Hydran G 150 

Hydran G 220

Marson L 1

Marson L 2

Marson EPL 2

CASTROL

Hyspin AWS 68

Hyspin SP 68

Vario HDX Alpha SP 68

Alpha MW 68

Magnaglide D 68*

Hyspin AWS 100

Hyspin SP 100

Alpha SP 100

Alpha MW 100

Alpha SP 150

Alpha MW 150

Alpha SP 220

Alpha MW 220

Magnaglide D 220*

Available on request

Castrol Spheerol AP 2

Castrol product 783/46

Castrol ALV

Castrol product 783/46

ESSO

Teresso 68

Spartan EP 68

Febis K 68*

Circulating oil 100

Spartan EP 100

Nuto 150

Spartan EP 150

Nuto 220

Spartan EP 220

Febis K 220*

Beakon EP 1

Beakon 2

Unirex N 2 EXXON multi-purpose grease

Beakon EP 2

Ronex MP-D
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粘度

粘度

非

非

长使用寿命润滑油 产品

中重级润滑油

重级润滑油

4号润滑油*

超重级润滑油

（德国未上市）

（德国未上市）

2号润滑油*

产品 多功能润滑脂

按要求提供
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Module construction options

       Spindles, cut to length, with ready-mounted nuts

       Spindles, cut to length, with separately supplied nuts

       Spindles, annealed ends, with ready-mounted nuts

       Spindles, annealed ends, with separately supplied nuts

       Spindles, fully machined, with ready-mounted nuts  

       Spindles, fully machined, with ready-mounted nuts and bearing units

Contact address

 Company:  

 Address:

 Contact: Contact:

 Phone: Phone:

 Fax: Fax:

 E-Mail : e-mail :

Ball screw parameters

 Diameter:            mm Lead:             mm Direction of lead:        Clockwise         Anticlockwise

 Precision:          /300 mm   Nut design:           No clearance:           Preloaded:         Clearance:

 Stroke length:            mm Track length:            mm  Total length:           mm

 Application:                                                                                                       

 Environment: 

 Lubrication:       Oil         Grease

 Quantity:            Annual requirement: Quantity:            Delivery lot

Mounting the ball screw

 Drive unit:       Spindle      Nut             Mounting position:       Horizontal       Vertical      Diagonal 

 Maximum speed:         Rpm              Maximum load:           kN

Bearing scenario:

 Tight-tight  Loose-tight  Loose-loose  Free-tight

Load/service life specifications

Usage:            % 

Required service life:        x106 rev.

Required service life:            hrs

Minimum dynamic load:            kN

 Load Speed Time period
 (N) (N) (N)

F1     

F2   

F3   
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联系地址

滚珠丝杠参数

安装滚珠丝杠

负载/使用寿命规格

模块构建选项

公司：

地址：

联系人： 联系人：

直径： 导程： 导程方向： 顺时针 逆时针

无间隙： 预载：

总长度：

间隙：螺母设计：

轨道长度：

精度：

冲程长度：

应用领域：

环境：

润滑： 润滑脂润滑
油

数量：

传动装置：

最大速度：

轴承情况：

利用率：

所需使用寿命：

所需使用寿命：

最小动态负载：

固定－固定 支撑－固定 支撑－支撑 悬臂－固定

主轴 螺母

主轴，剪切成一定长度，带可随时安装的螺母

主轴，剪切成一定长度，带另外提供的螺母

主轴，端部热处理，带可随时安装的螺母

主轴，端部热处理，带另外提供的螺母

主轴，全加工，带可随时安装的螺母

主轴，全加工，带可随时安装的螺母和轴承单元

安装位置： 水平

负载 速度 时限

垂直 对角线

最大负载：

数量： 交货批次年需求：

电话： 电话：

传真： 传真：

电子邮件： 电子邮件：
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Linear Motion. Optimized.
Thomson  -  
Linear Motion. Optimized.

通常，理想的设计解决方案并非一味追求最快、最坚固、最精确或最经济。事实上，只有使产品性能、使用寿命和成本均

达到完美平衡的解决方案才是最理想的选择。

Thomson 可迅速为您配置最佳直线运动解决方案。

● Thomson 发明了抗摩直线轴承技术。我们提供业界最广泛的机械运动技术标准产品系列。

● 对标准产品进行改良是日常工作。我们的整个产品组合中均提供全新的设计解决方案。

●  选择 Thomson，即可分享其在多个行业中 70 多年的全球应用经验。这些行业包括 ：包装、工厂自动化、物料运输、

医疗、清洁能源、印刷、汽车、机床、航空航天与国防。

●  作为丹纳赫的下属企业，我们拥有雄厚的财力和无可匹敌的实力，能够将控制装置、驱动装置、电机、动力传输装

置和精密直线运动技术融为一体。 

Thomson 是质量、创新、按时交货、可控成本和低风险的代名词，是值得信赖的品牌。

除了本文所含信息之外，您还可从 www.thomsonlinear.com.cn 网站获取大量的产品及应用信息。同时，网站还提供可下

载的 3D 模型、软件工具、分销商分布和全球联系信息。在中国范围内如需即时援助，请致电 400-666-1802 或发送电子

邮件至 ：mountain.yue@danaher.com。

在设计过程中，请尽早与我们联系，看看 Thomson 如何协助您为下一应用而确定产品性能、使用寿命和成本的最佳平衡。

如需快速获取更换零件，请联系我们或遍布全球的 2000 余家分销合作伙伴中的任意一家。

丹纳赫业务系统-

为您的企业构建可持续竞争优势

为了增加为客户带来的价值，我们打造了丹纳赫业务系统（DBS）。它由一组我们日常使用的成熟且成功的工具组成，可

用于持续改进生产运营和产品开发过程。DBS 以可持续、积极消除企业各个方面资源浪费的 Kaizen 原理为基础。通过

DBS，我们集中全部组织机构的力量，致力于取得突破性的结果，在产品质量、交货和性能上获得竞争优势，并将这种优

势传递给我们的客户。通过这些优势，Thomson 可使您缩短产品上市时间，实现无与伦比的产品质量、服务、可靠性和生

产效率。

全球化支持、本地化服务

应用中心 全球生产运营设施 全球设计和工程中心

应用中心 全球生产运营设施 全球设计和工程中心

m

m

m

m

m

m

Type FK, FH and FL with a diameter of up to 40 mm, i.e. perforated pattern with 6 holes and M6x1  
lubrication point

Type FK, FH and FL with a diameter starting from 40 mm, i.e. perforated pattern with 8 holes and M8x1 
lubrication point

Type ZG
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直径最大为40mm的FK、FH和FL型，即六孔图案和M6x1润滑点

直径最小为40mm的FK、FH和FL型，即八孔图案和M8x1润滑点

Applications

1 2

Ölbad

Safety nut

Installing a rotating ball nut

INA products

1: Axial angular ball bearing  ZKLF… 2Z

2: Precision nut  ZMA

1. Storage/packaging
 Requirements for up to 6 months' storage in dry 

conditions: 
Protect with Castrol Safecoat DW 36 X . 
Ball screws to be wrapped in plastic film with kieselguhr 
packet .

2. Installation
 2 .1 Misalignment shortens service life .  
 2 .2  Ball screws should be cleaned using an environmentally friendly 

substance before installation .
 2 .3  Treat with the designated lubricant immediately after cleaning .

3. Lubrication by the customer (see page 32 ff .)   

4. Removal of ball nuts by the customer
  These should only be removed when absolutely necessary . To prevent 

balls being lost, the nut should be screwed onto a sleeve .

5. Installation by the customer
 The installation process is performed in reverse . Do not use unneces-

sary force when screwing the nut onto the ball screw .

6. Adjustment of ball nuts by the customer
 We recommend that any alterations to the preload are either made at 

the factory or on site by our customer service personnel .

7. Final machining 
 7 .1   Cover the ball nut on the ball screw .
 7 .2   Remove any hard areas by grinding or annealing them at around 

900°C and then rotating the spindle .
 7 .3  Straighten any ball screws which may have become skewed .

Installing a safety nut

We recommend using a safety nut if the 
ball screw is being installed in a vertical 
direction . This will take the load if the 
ball nut is destroyed as a result of  
powerful forces .

We are able to perform expert repair work on ball screws at short 
notice, both at our own and our customers' premises . This service is 
also available for products manufactured by other companies . Our 
standard range enables replacement items to be provided at short 
notice .

Service offer

Packaging, transport, storage,  
installation, lubrication, assembly,
final machining

www.danahermotion.com45
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应用
安装旋转滚珠螺母

INA 产品

1: 轴向角滚珠轴承 ZKLF...2Z

2: 精密螺母 ZMA

包装、运输、储存、安装、润滑、组装、精加工

1. 尺寸 / 包装

在干燥条件下保存 6 个月的要求 ：

使用 Castrol Safecoat DW 36 X 进行保护。

使用硅藻土包，将滚珠丝杠包装在塑料薄膜中。

2. 安装

2.1 若不对准，会缩短使用寿命。

2.2 安装之前，应使用环保物质清洁滚珠丝杠。

2.3 清洁之后，立即使用指定润滑油润滑。

3. 客户进行润滑（参见折叠式插页第 32 页）。

4. 客户取下滚珠螺母

仅在非常有必要时才可取下螺母。为了避免滚珠遗失，

螺母应旋入套管内。

5. 客户进行安装

按照安装步骤的相反顺序执行。将螺母旋入滚珠丝杠

时，请勿过度用力。

6. 客户调节滚珠螺母

我们建议，所有对预载的修改操作均在工厂内执行，或

由客服人员现场执行。

7. 精加工

7.1 将滚珠螺母套在滚珠丝杠上。

7.2  在 900oC 下研磨或煅烧所有坚硬部位，以使其软化，

然后旋转主轴。

7.3 将任何倾斜的滚珠丝杠拉直。

安装安全螺母

若滚珠丝杠垂直安装，我们建议使

用安全螺母。若滚珠螺母因强力受

到损坏，安全螺母可提供保护。

我们可以在接到通知后，迅速在我司或客户现场执行专业

的滚珠丝杠维修工作。该服务也适用于其它公司制造的产

品。我们的标准系列使我们能够在短时间内提供替换部件。

维修服务

安全螺母



20
10

01
-0

1 
TP

S 
3/

20
10

 U
SA

规
格
如
有
变
动
，
恕
不
另
行
通
知
。
产
品
用
户
的
责
任
在
于
决
定
该
产
品
是
否
适
用
于
具
体
应
用
。
所
有
商
标
都
为
其
各
自
所
有
者
所
有
。

©
 2

01
0 

Th
om

so
n 

In
du

st
rie

s,
 In

c.
   

20
10
年

9月
 中

国
印
刷

关于Thomson

作为业界顶尖的制造商，Thomson拥有超过60
年的运动控制创新和制造经验，生产直线滚

珠衬套®轴承、链轮轴承、60 Case™ 轴、磨削

和轧制滚珠丝杠、直线执行器、减速机、离

合器、制动器、直线运动系统和相关附件等

全系列产品。Thomson于1945年发明了直线滚

珠衬套轴承，并自此建立了最高的机械运动

控制解决方案标准，服务于全球工业、航空

和国防市场。Thomson生产中心遍布北美、

欧洲和亚洲， 并通过2000多家分销商服务全

球客户。

联系我们：

电话：400 666 1802
邮件：sales.china@thomsonlinear.com
网站：www.thomsonlinear.com.cn

北京 | 广州 | 上海 | 深圳 | 天津 | 武汉 | 香港




